3 WXP120/WP120 Maximum power and rapid response

Optimized sensor position

120 watt highest standard performance iron; perfect choice, . : .
. . Meeting highest industry standards
‘ lower cost, non-cartridge style tips.

120w, 24V

WXP120 70052920199
WP120 70052919399

Chisel XT Pa b ¢ Order number Type Ga b ¢ Order number
mm mm mm mm mm mm

3 XTH 0.8 | 0.4 | 36.5|T0054471399 XTD 4.6 | 0.8 |34.5|T0054470699
L—J-] B -
¢ b XTM 3.2 | 1.2 |36.0| 70054470299 XT CSL 3.2 | 0.45|36.0 | T0054474299
> | I ==
XTA 1.6 | 0.7 | 36.5|T0054470399
Ij XTE 59 | 1.2 |34.5|T0054470799
XT AL 1.6 | 1.0 | 39.5|T0054470199
Il:= XT DL 4.6 | 0.8 |39.5|70054473699
XT ASL 1.6 | 0.45]|36.5 | T0054474099
XT MX 3.2 | 0.8 | 53.5|T0054474599
XTM 3.2 | 1.2 | 39.5 | T0054470299
l:]:] XT HX 0.8 | 0.4 |51.5|T0054473799
XTB 2.4 | 0.8 | 36.0 | T0054470499
3 XT AX 30° 1.6 | 0.7 | 51.5|70054474399
‘ XT BSL 2.4 10.45|36.0 | T0054474199 ﬂ—§ @
I:D XT BX 30° 2.4 | 0.8 |51.5|T0054474499
XT B SL 2.5 | 0.8 | 36.3 | T0054473899 I:% @

[ —— ®

XTC 3.2 | 0.8 | 36.0 | T0054470599

Round Type 9a C Order number Type fa C Order number
mm mm mm mm
g XT BS 24 36.5 | T0054471599 XT DS 5.0 34.5 |T0054471799
C a
XT CS 3.2 36.5 | T0054471699
ﬂoped Type a C Order number Type a € Order number
mm mm mm mm

R XT F 30° 12 36.5 | T0054471899 XT DDH 45 45° 4.0 40.5 | 70054473099
C a

XT AA 60° 1.6 36.5 | T0054470899 l:lj @

XT D 45° 5.0 40.5 | 70054472199

XT BB 45° 2.4 36.5 | T0054470999 é 7

XT AA 60 ° 1.6 36.5 |T0054470899
‘ * non-wettable XT CC 45° 3.2 36.5 | T0054471099 D
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‘ Gull Wil’lg XT 6a b c Order number Type Pa b c Order number
O mm mm mm mm mm mm
A
: QI): XT GW1 45° 2.3| 3.2 |36.5|T70054471299 XT GW3 45° 0.8| 0.9 |41.5|T0054473999
Qc )

a
XT GW2 45° 3.5| 4.8 |36.5 | T0054473599 ‘

Knife Type 9a C Order number
mm mm
XT KN 60 ° 2.0 45.0 | T0054471199
Conical Type ga ¢ Order number
mm mm
XT O 1.0 36.5 | T0054471499
p— ! ——T=
C "a
Accessories Type a ¢ Order number Type Order number
mm mm
Measuring tip K1121 Barrel WXP 120 | T0058765711
For the WP120 WP 120 | T0058763709
< | o
Measuring tip K1141 Barrel for bent tips WXP 120 | T0058765766
(For the WXP120) WP 120 T0058765802
L
XT Adapter M4 36.0 | T0054471999
XT Adater M5 36.0 | T0054472099

9,
‘ WXP200/WP200 Maximum power and rapid response

Highest power 200W soldering iron; ideal for highest mass Optimized sensor position

applications e.g. LED back-panels or RF shields. Meeting highest industry standards

200W, 24V

Chisel XHT @a b ¢ Order number Type Ga b ¢ Order number
mm mm mm mm mm mm
3 XHT C 3.2 | 1.2 |48.0 | 70054480499 XHT E 7.6 | 1.5 |48.0|T0054480299
— L B e
¢ b XHT D 50 | 1.2 |48.0 70054480199 XHT F 9.3 | 2.0 |48.0 | 70054480599

Custom tips available upon request.
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