
 

 

 
 
 

 
 

 
 
 

 
 
 

 

  

 
APEM EXPANDS Q22 SERIES 22mm LED INDICATORS 

 

Adds Anodized Bezels, Stainless Steel and Secret-Until-Lit Options 

 

  

       

 

  ROBUST AND FUNCTIONAL 

Our latest range extensions are aesthetically pleasing, robust 
and functional.  
 
The range has been designed to specifically engage with design 
engineers and architects working on new designs in harsh 
environments and external applications. 

  

  
 

  

  
 

 DISTINCTIVE FEATURES 
 

  

 
Designed for adverse environments, heavy-duty automotive or outdoor architectural applications,  
the Q22 Series is extremely robust. 

  

  

FEATURES 

 Chamfered bezels 
 Anodized finish 

 Stainless steel 316L finish 
 Secret-until-lit polycarbonate inserts 
 Customized engraving available or select 

from a wide range of existing symbols 

 

 Many voltage options 
 Fixed or flashing light (only up to 28VDC) 

 Front panel sealed up to IP67 
 Many types of connection including 200mm, 

22AWG (UL1007) wires 

  

 
For more information on the Q22 series or to request pricing and samples, contact your  
sales representative or email sales@diverseelectronics.com. 

 

DOWNLOAD SPEC SHEET  
WITH PART NUMBERING 

mailto:sales@diverseelectronics.com
http://www.diverseelectronics.com/upload/documents/Apem-Q22-LED_indicators.pdf

