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mAC/DC Enclosed mAC/DC Open Frame
~ LRS-35, LRS-50, LRS-75, LRS-100 1 MPM-05/10/15/20/30-x ST 35
LRS Series MFM-05/ 10/ 15/ 20/ 30 36
LRS-150F, LRS-150, LRS-200, LRS-350 2 PML05. PV-L0. PMLLS. PM.20 37
RS-15/25/35/50/ 75/ 100 / 150 3~4 Vedical NFM-05, NFM-10, NFM-15, NFM-20 38
RD-35 /50 / 65/ 85 / 125 RPS-30/45/65, RPS/DIT-60, RPS-120/200-x-C| 39
G3 Series RPS/D/T-75, RPS[G)/T-160, RPT-160-C 40
RID-50/65/85/ 125, RT-50 /65/85/125 RPS-300-X RPS-400-x / -X/ -X 41
RQ-50 /65 / 85/ 125 RPS-500-x -Cl/ -x[-TF |/ -x[-SF[IYI>[0B{\[ " ¥’
SE Series SE-450, SE-600, SE-1000, SE-1500 5 PS-05, PD-25, PD-45, PT-45, PT-4503/6503 43
T O e O RPD-65, RPT-65, PD-110, PPT-125, PID-250 44
PSP-600, PSPA-1000 6 IRM-01-x[S)/ 02-x S ]/ 03-x[SJ 05/10/15/20 45
RSP-75, RSP-100, RSP-150, RSP-200 7 IRM-30 /45 / 60-x(ST] 46
Industrial EPS-15, EPS-25/35, EPS-45S , EPS-65S 47
RSP-320, RSP-500 8 EPS-45/65-x-C// EPS-120 ELP-75x-C 48
TP-100,TP-150 9~10 EPP-100, EPP-150, EPP-200 49
EPP-300, EPP-400, [EaZEE1) 50
QP-150, QP-200, QP-320 LPS-50/ 75/ 100, LPP-100 / 150 51
General HRP-75, HRP-100, HRP[GJ-150, HRP|G)-200 11
0 mAC/DC External Power
o HRP[GJ-300 / 450 / 600 /11000 12
GE12/18/24/ 30 52
RSP-1500, RSP-2400, RSP-3000 NIRTIeEN 14 GS18A/B/E/U, GS25A/B/E/U, GS36E/U 54
GST18A/B/E/U, GST25A/B/E/U, GST36B/E/U 55
RST-5000, RST-10000 15 Industrial  GST40A / 60A / 90A / 120A 56
o SGA12E/U, SGA18E/U, SGA25E/U 58
dical MSP-100, MSP-200, MSP-300 17 2 SGA40E/U/CH, SGAGOE/U [ERTHERCEITE 59
Medica
MSP-450, MSP-600, MSP-1000 18 3 GP254, GP25B, GPS0A 60
GSMO6E/U, GSM18/25/36B/E/U 61
UHP-200 /1350 /500 NEESENWZEREEN 19 EEATE, GSM40A/B, GSM60A/B 62
U-bracket
GSM90A/B, GSM120A/B 63
5 5 Medi | '
UHB-7S0UHE-1000 20 SAICaT GSM160A/B, GSM220A/B 64
U-bracket  USP-150/225/350/500 21 GEM12I, GEM18I, GEM30I, GEM40L, [e=[i}l 65
Rragrammable) DPU-3200 22 Moistureproof  OWA-60E/U, OWA-90E/U, OWA-120E/U 66
HDR-15, HDR-30, HDR-60 23 mBattery Charger
MBI, HDR-150 24 GC30B/E/U, GC120, GC160, GC220, GC330 67
EDR-75, EDR-120, EDR-150 25 S PA-120, PB-120, PB-230 68
ESP-120/240, ENP=120/1807/2407360 69
NDR-75, NDR-120, NDR-240, NDR-480 26 ESC-120/240, ENCZI2071807/2407/360
MDR-10/20 /40 /60 / 100 27 SBP-001 70
: PB-300, PB-360[P!, PB-600, PB-1000 71
DIN Series SDR-75/120/ 240/ 480[Pl/ 960 28 gstationary  HEP-600C, EEEIIIE 72
TDR-240, TDR*480, TDR-960 29 RPB-1600, RCB-1600 73
DBU-3200, DBR-3200, DHB-1UT 74
DRH-120, DRT-240, DRT-480, DRT-960 30 "
m19" Rack Power
WDR-120, WDR-240, WDR-480 31
RCP-1000, RCP-1U[ ] 75
DR-RDN20, DR-UPS40 32 RCP-1600. RHP-1U 76
1U Front End '
DRA-40, DRA-60 YT 33 & Shelf RCP-2000, RKP-1U[_|, RKP-CMUL1, 77
RKP-1U[ ] -CMU1
KNX Power KNX-20E, KDA-64 34

DRP-3200, DHP-1UT 78
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NMP650 , NMP1K2 79~80
Modular NMS-240
Series MP450, MP650, MP1K0 81~82
MS-75 /150 / 210 / 300 / 360, MD-100
BSpecific Purpose
LED Sign ERP-350, ERPF2400 83
Panel UHP-200A , LHP-200 84
HEP-100, HEP-150 85
Harsh HEP-185, HEP-240 86
Environment  yep.320, HEP-480 87
HEP-600, EIT2EITI] 88
DRC-40, DRC-60, DRC-100 89

PSC:35-XIC| PSC60XIC] PSC-100-XC| PSC160xC| 90

Security ADS-55, AD-55, ADD-55, 91

ADS-155, AD-155, ADD-155

SCP-35, SCP-50, SCP-75 92
ATX Power [IPC-300 92
mDC/DC Converter

: DDR-15, DDR-30, DDR-60 93

DIN Series

DDR-120, DDR-240 94

SD-15, SD-25, SD-50, SD-100 95

SD-150, SD-200, SD-350, SD-500, SD-1000 96
Enclosed

RSD=30, RSD%60, RSD-100, RSD-150 97

RSD-200, RSD-300 98
mCase Drawing / Accessories

901, 902, 903, 905, 906, 907 99

910A, 912, 915A, 916A/B, 920A, 926A 100

928A, 929A, 931A, 932A, 935A, 939A 101
case 940A, 941B, 943A, 946A, 9528, 971A 102
Drawing

977A, 978A, 980A, 986A, 987A, 995A 103
206A, 207A, 238A, 239A, 240A, 241A 104
249B, 256, 259, 260 105

Other Power Catalogs 106

DRL-01/02/03A, DRP-01/01A/02/03/04 107
Accessories MHS012/013/014/025/026 /027
TBC-05/07/08/09

I : coming Soon

: New Product within 2 Years [l : Supplementary Information

: New Announced
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: The Premium Series

: The Best Cost-Performance Series

Type Series Model No. Page
PSPA-1000 6
PFC/General | Rp.75, HRP-100, HRP[GI-160/ |\ .,
200 /300 / 450 / 600 / 1000(G]
AC/DC Medical | MSP-100/200/300/450/600 /1000 17~18
Enclosed
Programmable | DPU-3200 22
DIN SDR-75 /120 / 240 / 480[P]/ 960 28
WDR-120, WDR-240, WDR-480 31
AC/DC Moistureproof | OWA-60E/U, OWA-90E/U, 66
External Power Adaptor | OWA-120E/U
" 1U Front End
19" Rack Power & Shelf DRP-3200 78
Configurable Power Modular NMP-650 / 1K2 79~80
DC/DC Converter Enclosed | RSD models 97~98

H

DDR-120, DDR-240

Type Series Model No. Page
LRS All models 1~2
G3 RS-15/25 3
SE SE-450/ 600 /1000 / 1500 5
PSP-600 6
PFC / General
RSP-75/100/150/200 /320 /500 7~8
RSP-750 /1000 / 1600 / 2000 13
PFC/
ACIDC Programmable RSP-2400 / 3000 14
RST-5000 / 10000 15
Enclosed
PFC / U-bracket | UHP-200(R) / 350(R) / 500(R) 19
HDR-15/30/60/100/ 150 23~24
EDR-75/120/ 150 25
bIN NDR-75 /120 / 240 / 480 26
MDR-10/20/40/60/100 27
TDR-240/ 480/ 960 29
DRA-40/ 60 33
MPM-05/ 10/ 15/ 20/ 30-x[ST] | 35
MFM-05 /10 /15/20/ 30 36
RPS-30/45/65, RPS-60, 39
Medical | RPS-120/200-x[-C]
RPS-75, RPS[GJ-160 40
AC/DC RPS-300-x EC],
Open Frame RPS-400-x ECl, -x[-TH , -x[-SH, 41~42
RPS-500-x-Cl, -x|-TH , -x[-SF
IRM all models 45~46
Industrial | EPS-15/25/35/45/45S/65/65S/120] 47~48
EPP-100/150/200/300/400/500 | 49~50
GST18A/B/E/U, GST25A/B/E/U 55
AC/DC ndustrial GST36B/E/U
External Power GST40A/ 60A/90A/ 120A 56
GST160A/ 220A 1 280A 57
ENP-120/ 180 / 240 / 360 69
Battery Charger Portable
ENC-120/ 180/ 240 / 360 69
- . PSC-35-x-C, PSC-60-x-C ,
Specific Purpose Security PSC-100-x-C, PSC-160-x-C 90
DC/DC Converter DIN DIBl5¥0e, (DLl ell DIBIHAAY, 93~94




Enclosed-LRS Series
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35~100W Low Profile

LRS-100

M Features

» No load power consumption <0.2W for 35W/50W;
<0.3W for 75W/100W

» Universal AC input / Full range

» Withstand 300VAC surge input for 5 seconds

» Ultra compact and 1U low profile

» Withstand 5G vibration test

« High operating temperature up to 70°C

» Protections: Short circuit / Overload / Over voltage

» Cooling by free air convection

» Compliance to IEC/EN60335-1(PD3) and
IEC/EN61558-1,-2-16 for household appliances

» Operating altitude up to 5000 meters

 High efficiency, long life and high reliability

» LED indicator for power on

LRS-35/50 « Low cost

» 3 years warranty

M General Specification (Please refer to www.meanwell.com for detail spec.) &V’ cmus

@CBCE

Model No.

LRS-35 LRS-50 LRS-75 LRS-100

AC input voltage range

85~264VAC ; 120~370VDC

AC inrush current (max.)

Cold start, 45A at 230VAC ‘ 65A at 230VAC 50A at 230VAC

DC adjustment range

+10% by potentiometer

Overload Range 110%~150%

protection Type Hiccup mode, auto-recovery

Over voltage Range 115%~135% rated output voltage

protection Type Shut down o/p voltage, re-power on to recover

Withstand voltage

I/P-O/P: 4kVAC, I/P-FG: 2kVAC, O/P-FG: 1.25kVAC, 1 minute

Working temperature

-30~+70°C (refer to output derating curve)

Safety standards

UL62368-1, IEC/EN62368-1, IEC/EN61558-1, EN61558-2-16, IEC/EN60335-1, CCC GB4943, BSMI CNS14336-1,
EAC TP TC 004, AS/NZS 60950.1 approved

EMC standards

EN55032 class B, EN55014, EN61000-3-2, 3, EN61000-4,2,3,4,5,6,8,11, GB9254, CNS13438

Connection 5P/9.5mm pitch terminal block 7P/9.5mm pitch terminal block

Dimension (LxWxH) (mm) 99x 82x 30 \ 99x 97x 30 129x 97x 30

W 35W LRS-35 m75W LRS-75
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
LRS-35-5 5V, 0~7A +2% 80mV 82.0% LRS-75-5 5V, 0~14A +2% 100mV 86.5%
LRS-35-12 12V, 0~3A +£19%  120mV  86.0% LRS-75-12 12V, 0~6A 1%  120mV  89.0%
LRS-35-15 15V, 0~2.4A +1%  120mV  86.0% LRS-75-15 15V, 0~5A 1% 120mV  89.0%
LRS-35-24 24V, 0~1.5A +1%  150mV  88.0% LRS-75-24 24V, 0~3.2A 1% 150mV  90.0%
LRS-35-36 36V, 0~1A +1%  200mV  88.0% LRS-75-36 36V, 0~2.1A +1%  200mV  91.5%
LRS-35-48 48V, 0~0.8A +1%  200mV  89.0% LRS-75-48 48V, 0~1.6A 1% 200mV  91.5%

H50W LRS-50 m100W LRS-100
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
LRS-50-3.3 3.3V, 0~10A +3% 8omv 80.0% LRS-100-3.3 3.3V, 0~20A +3%  100mV  84.5%
LRS-50-5 5V, 0~10A +2% gomyv 83.0% LRS-100-5 5V, 0~18A +2%  100mV  86.0%
LRS-50-12 12V, 0~4.2A 1% 120mv 86.0% LRS-100-12 12V, 0~8.5A +1% 120mV 88.0%
LRS-50-15 15V, 0~3.4A +1% 120mV 88.0% LRS-100-15 15V, 0~7A +1% 120mV 88.5%
LRS-50-24 24V, 0~2.2A 1%  150mv  88.0% LRS-100-24 24V, 0~4.5A +1%  150mV  90.0%
LRS-50-36 36V, 0~1.45A 1%  200mV  89.0% LRS-100-36 36V, 0~2.8A +1%  200mV  90.5%
Lis-al-nt 48V, 0=t 0A 1% = 200mV 90.0% LRS-100-48 48V, 0~2.3A £1%  200mV  91.0%




Enclosed-LRS Series
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150~350W Low Profile

LRS-350

LRS-200

LRS-150/LRS-150F

M Features
» No load power consumption <0.5W for 150W;

<0.75W for 200W/350W
» AC input selectable by switch
(LRS-150F Universal AC input / Full range)
» Withstand 300VAC surge input for 5 seconds
» Ultra compact and 1U low profile
Withstand 5G vibration test
« High operating temperature up to 70°C
Protections: Short circuit / Overload / Over voltage / Over temp.
Cooling by free air convection (150W/200W);
forced air cooling by built-in DC fan (350W)
» Compliance to IEC/EN60335-1(PD3) and
IEC/EN61558-1,-2-16 for household appliances (150W)
» Operating altitude up to 5000 meters
» LED indicator for power on
 High efficiency, long life and high reliability

» Low cost
» 3 years warranty

B General Specification (Please refer to www.meanwell.com for detail spec.)

Model No.

LRS-150F LRS-150

LRS-200 LRS-350

AC input voltage range

85~264VAC; 120~370VDC 115 / 230VAC by switch

AC inrush current(max.)

Cold start, 60A at 230VAC

DC adjustment range

+10% by potentiometer

Overload Range 110%~140%

protection Type Hiccup mode, auto-recovery

Over voltage | Range 115%~145% rated output voltage

protection Type Shut down o/p voltage, re-power on to recover

Withstand voltage

I/P-O/P: 4kVAC, I/P-FG: 2kVAC, O/P-FG: 1.25kVAC

I/P-O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

Working temperature

-30~+70°C (refer to output derating curve)

-25~+70°C (refer to output derating curve)

Safety standards

UL62368-1, IEC/EN62368-1, IEC/EN61558-1,
EN61558-2-16, IEC/EN60335-1, CCC GB4943, BSMI
CNS14336-1, EAC TP TC 004, AS/NZS60950.1 approved

UL62368-1, BSMI CNS14336-1, EAC TP TC 004 approved

EMC standards

EN55032 class B, EN55014, EN61000-3-2(120W), 3,
EN61000-4,2,3,4,5,6,8,11, GB/T 9254, EAC TP TC 020,
BSMI CNS13438

EAC TP TC 020, BSMI CNS13438,
Design refer to EN55032 class A

Connection 7P/9.5mm pitch terminal block 9P/9.5mm pitch terminal block
Dimension (LxWxH) (mm) | 159x 97x 30 215x 115x 30
B LRS-150 Series ACSHINEI@CBCE  MLRS-200 Series MsESIHICB

Model No. Output Tol. R&N  Effi LU s et LCLE il Effi.
LRS-200-3.3 3.3V, 0~40A £3%  150mV  83.0%

Lite Lt 12 120 =25 EED LI G LRS-200-4.2 4.2V, 0~40A +4%  150mV  86.0%
LRS-150-15 15V, 0~10A +1%  150mV  88.5% LRS-200-5 5V, 0-40A 3% 150mv. 87.0%
LRS-200-12 12V, 0~17A +15%  150mV  87.5%

LRS-150-36 36V, 0~4.3A +1%  200mV  89.0% ERS:200:2% 2EVR0SEI8A EL% L50mVEEE89:556
LRS-200-36 36V, 0~5.9A +1%  200mV  89.5%

LRS-150-48 48V, 0~3.3A +1%  200mV  90.0% LRS-200-48 48V, 0~4.4A $1%  200mV 90.0%

M LRS-150F Series ~ ACHIME=@CBCE M LRS-350 Series N SHICB

Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.

O o ~ [v) 0,

LRS-150F-5 5V, 0~22A +2%  100mV  85.0% LRS-350-3.3 S LAt A% 150mV o 79.5%
LRS-350-4.2 4.2V, 0~60A +4%  150mV  815%

LRS-150F-12 12V, 0~12.5A +1%  150mV  87.5% LRS-350-5 5V, 0~60A +3%  15omV  83.5%
LRS-150F-15 15V, 0~10A +1%  150mV  89.0% LRS-350-12 12V, 0~29A +15%  150mV  85.0%
LRS-150F-24 24V, 0~6.5A +1% 200mV  89.0% LRS-350-15 15V, 0-23.2A 1% 150mv - 86.0%
LRS-350-24 24V, 0~14.6A +19% 150mV  88.0%

LRS-150F-36 36V, 0~4.3A +1%  200mV  89.0% / m /
LRS-350-36 36V, 0~9.7A +1%  200mV  88.5%

LRE-LallAt S, U=E Siho  Zmy o LRS-350-48 48V, 0~7.3A £1%  200mV  89.0%




Enclosed-G3 Series igh reliability compact
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RS-150

RS-100
RD/ID/T/Q-125 RD/ID/T/Q-85 RD/ID/T/Q-65 RD/ID/T/Q-50

RS-75

RS-50

RS-35
RD-35

@ @

RS-

s

-
25 RS-15

B General Specification (Please refer to www.meanwell.com for detail spec.) (gs.15125.m0,r7r0)

W Features

 No load power consumption <0.5W (RS-15~75)
« All using 105°C long life electrolytic capacitors
« Protections: Short circuit / Overload /

Over voltage / Over Temp.(RS-15)

» Meet EMS EN50082-2/EN61000-6-2 heavy
industry level (35~150W)
» Withstand 300VAC surge input for 5 sec.
« High operating temperature up to 70°C
» Withstand 5G vibration test
» Miniature size
« Long life and high reliability
» LED indicator for power on

« Suitable for critical applications

» 3 years warranty

c“ us

iCcBC¢

(RS-15, 25, 50 only)

RS-35 RS-50 RS-75 RS-100 RS-150
Modsl No. RS-15 RS-25 RD-35 RD/ID/T/Q:50 |RD/ID/T/Q-65 |RD/ID/T/Q-85 |RD/ID/T/Q-125
AC input voltage range | 85-264VAC, 120-370VDC | 88-264VAC, 125-373VDC 115/ 230VAC by switch

AC inrush current (max.)

Cold start, 65A at 230VAC

30A at 230VAC| 36A at 230VAC | 33A at 230VAC ‘ 40A at 230VAC

DC adjustment range

+10% by potentiometer for single output; CH1 -5%~+10% by potentiometer for multiple output

Overload protection

>105%, hiccup mode

110%~180%

110%~150% hiccup mode, auto-recovery (150% ~190% for RID-125-1205/2405)

Over voltage protection

115%~135%, shut off

115%~135% rated output voltage, hiccup mode, auto-recovery

Withstand voltage

I/P - O/P: 3kVAC, I/P - FG: 2kVAC, O/P - FG: 0.5kVAC, 1 minute

Working temperature

-20~+70°C

‘ -25~+70°C (refer to the derating curve for different models)

Vibration

10~500Hz, 5G 10min. /1 cycle, period for 60 min. each along X, Y, Z axes

Safety standards UL62368-1, TUV EN62368-1, CCC GB4943(RS-15, 25, 50 only), EAC TP TC 004, BSMI CNS14336-1(RS-15/25, RD,RT, RQ only) approved
EMC standards EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, EN61000-6-2 (EN50082-2) (35~150W), GB17625.1,
EAC TP TC 020; GB9254 for RS-15, 25, 50 only
Connection Terminal block for input and output
Dimension (LxWxH)(mm) | 62.5x 51x 28 78x 51x 28 99x 82x 36 99x 97x 36 129x 98x 38 159x 97x 38 199x 98x 38
Case No. 971A 931A 932A 905B 903 901C 902A
Packing 108pcs /15.0kg 60pcs /13.0kg | 45pcs /14.0kg | 45pcs /19.5kg 30pcs /13.3kg 24pcs /15.4kg 20pcs /15kg

M 15W — Single Output

Model No. Output Tol.
RS-15-3.3 3.3V, 0~3.0A +3%
RS-15-5 5V, 0~3.0A +2%
RS-15-12 12V, 0~1.3A +1%
RS-15-15 15V, 0~1.0A +1%
RS-15-24 24V, 0~0.625A +1%
RS-15-48 48V, 0~0.313A +1%

H 25W — Single Output

Model No. Output Tol.
RS-25-3.3 3.3V, 0~6.0A +3%
RS-25-5 5V, 0~5.0A +2%
RS-25-12 12V, 0~2.1A +1%
RS-25-15 15V, 0~1.7A +1%
RS-25-24 24V, 0~1.1A +1%
RS-25-48 48V, 0~0.57A +1%

H 35W — Single Output

Model No. Output Tol.
RS-35-3.3 3.3V, 0~7.0A +3%
RS-35-5 5V, 0~7.0A +2%
RS-35-12 12V, 0~3.0A +1%
RS-35-15 15V, 0~2.4A +1%
RS-35-24 24V, 0~1.5A +1%
RS-35-48 48V, 0~0.8A +1%

H 50W — Single Output

Model No. Output Tol.
RS-50-3.3 3.3V, 0~10A +3%
RS-50-5 5V, 0~10A +2%
RS-50-12 12V, 0~4.2A +1%

R&N
80mV
80mV
120mV
120mV
200mV
200mV

R&N
80mV
80mV
120mV
120mV
120mV
200mV

R&N

80mV

80mV
120mV
120mV
120mV
200mV

R&N

80mV

80mvV
120mV

Effi.
2%
7%
81%
81%
82%
82%

Effi.
73.5%
78.5%
81.5%
83.5%
86.0%
85.0%

Effi.
76.5%
80.5%
84.5%
86.0%
88.0%
88.5%

Effi.
78.0%
83.0%
84.5%

RS-50-15 15V, 0~3.4A +1% 120mV 86.0%
RS-50-24 24V, 0~2.2A +1% 120mV 88.0%
RS-50-48 48V, 0~1.1A +1% 200mV 89.0%

M 75W — Single Output

Model No. Output Tol. R&N Effi.
RS-75-3.3 3.3V, 0~15A +3% 80mv 75.0%
RS-75-5 5V, 0~12A +2% 8omv 79.0%
RS-75-12 12V, 0~6.0A +1% 120mv 84.5%
RS-75-15 15V, 0~5.0A +1% 120mv 86.0%
RS-75-24 24V, 0~3.2A +1% 120mv 88.5%
RS-75-48 48V, 0~1.6A +1% 200mV 89.5%

M 100W — Single Output

Model No. Output Tol. R&N Effi.
RS-100-3.3 3.3V, 0~20A +3% 8omv 74%
RS-100-5 5V, 0~16A +2% 8omv 7%
RS-100-12 12V, 0~8.5A +1% 120mV 81%
RS-100-15 15V, 0~7.0A +1% 120mv 82%
RS-100-24 24V, 0~4.5A +1% 120mv 84%
RS-100-48 48V, 0~2.3A +1% 200mV 84%

Il 150W — Single Output
Model No. Output Tol. R&N Effi.
RS-150-3.3 3.3V, 0~30A +3% 8omV 74%
RS-150-5 5V, 0~26A +2% Y 78%
RS-150-12 12V, 0~12.5A +1% 120mV 83%
RS-150-15 15V, 0~10A +1% 120mv 84%
RS-150-24 24V, 0~6.5A +1% 120mv 86%
RS-150-48 48V, 0~3.3A +1% 200mV 87%




Enclosed-G3 Series

H 35W — Dual Output l 50W — Quad Output (RT-50 without -5V or -12V output)
Model No. Output Tol. R&N Effi. Max. Model No. Output Tol. R&N Effi.  Max.
RD-35A 5V, 0~4.0A +2% 8omv  79% 32w RQ-50B 5V, 0~6.0A +2% 80mMV  74%  46W

12V, 0~1.0A +6%  120mV 12V, 0~1.5A +6% 120mV
RD-35B 5V, 0~4.0A +2% 8omvV  82%  35W -5V, 0~1.0A +3% 100mv
24V, 0~1.3A 5%  120mV -12V, 0~1.0 3% 8omv
RD-3513 13.5V, 0~2.0A +4%  120mV  80%  35W LT i L 2 s Te AU
~ +69
-13.5V, 0~0.57A +4%  120mV 15V, 0~1.5A +6% 120mv
-5V, 0~1.0A +3% 100mV
Model No. Output Tol. R&N  Effi.  Max. RQ-50D 5V, 0-6.0A +2% 80mv  79%  53W
RD-50A 5V, 0~6.0A +2%  80MV  79%  54W 12 U= S LAY
~ 0, -50,
9 G SR 24V, 0~1.0A +7%, -5%  180mV
-12V, 0~1.0A +3% 80mv
RD-50B 5V, 0~6.0A +20 80MV  80%  54W ’
24V, 0~2.0A +8%, -4%  120mV l 65W — Quad Output (RT-65 without -5V or -12V output)
[l 65W — Dual Output (Output isolated for RID-65A/B) Model No. Output Tol. R&N  Effi. Max.
o ~ +20, 0,
Model No. Output Tol. R&N Effi.  Max. RQ-658 SV, 0-8.0 2% 8omv:— 76% 63w
12V, 0~3.0A +9%, -5%  120mV
RD-65A 5V, 0~8.0A +20 80mV  79%  66W
-5V, 0~1.0A +50 80mv
12V, 0~4.0A +6% 120mvV
RD-658 5V, 0~8.0A 2%  80mV  78%  68W 12V, 0-1.0A =% somv
o ~a. + m
’ 0 rcomy ° RQ-65C 5V, 0~8.0A +2% 8omvV  76%  65W
~ 0, -R0
2 D90 S, 0 15V, 0~3.0A +10%, -4%  120mV
Il 85W — Dual Output (Output isolated for RID-85A/B) -5V, 0~1.0A +5% 80mv
Model N Output Tol RGN  Effi. M 9V 0-L.0n =% somv
oadel No. utpu ol. 1. ax.
; somy RQ-65D 5V, 0~8.0A +2% 80mMV  78%  68W
o ~ +20 0,
RD-85A 5V, 0~10A +2% m 78%  88W 39 500 6% L20mV
- 0
12V, 0~5.0A +50 120mV o 8% L80mY
RD-85B 5V, 0~10A +2% 80mV  80%  88W 12V, 0~1.0A . -
24V, 0~2.5A +50% 120mV -
85W — Quad Output (RT-85 without -5V or -12V output)
B 125W — Dual Output P
Model No. Output Tol. R&N Effi.  Max.
Model No. Output Tol. R&N Effi.  Max. RQ-85B 5V, 0~10A +20% 8omvV  76% 81W
RD-125A 5V, 0~15A +50 80mMV  82% 131w 12V, 0~4.0A +7% 3% 120mV
12V, 0~10A 7%  120mV 5V, 0~1.0A +8% 100mV
RD-125B 5V, 0~10A +5% 80mV 85% 133W -12V, 0~1.0A +5% 80mV
24V, 0~5.0A 7% 120mv RQ-85C 5V, 0~10A +2% 80mvV  77%  83W
= 0, =70,
B 125W — Dual Output (Output isolated for RID-125) Ll W=t ekl <t Y
_ -5V, 0~1.0A +8% 100mV
Model No. Output Tol. R&N Effi.  Max. -15V. 0~1.0A +50 80mV
RD-125-1224 12V, 0~7.0A +2% 120mvV 85% 133W RO-85D 5V, 0~10A o T T G
24V, 0~5.0A +8%, -5%  200mV 12V, 0~4.0A +7%, -3%  120mV
RD-125-2412 24V, 0~5.0A +2% 200mV  85%  133W 24V, 0~1.5A +8% 150mV
12V, 0~7.0A +10%  120mV -12V, 0~1.0A 5% 8omv
RD-125-1248 12V, 0~7.0A +2% 120mV  86% 138W M 125W — Quad Output (RT-125 without -5V or -12V output)
48V, 0~2.5A +8%, -5%  240mV Model No. Output Tol. R&N  Effi.  Max.
RD-125-4812 48V, 0~2.5A +2% 240mV 86% 138W RQ-125B 5V, 0~12A +29 80mV  79% 120W
12V, 0~7.0 £10%  120mV 12v,0-4.5A  +8%,-3%  120mV
-5V, 0~1.0A +6%, -10%  80mV
RD-125-2448 24V, 0~4.0A +1% 200mV  86%  144W e
-12V, 0~1.0A +5% 80mv
~ 0,
s =S RQ-125C 5V, 0~12A +2% 80mV  80% 123W
RD-125-4824 48V, 0~2.5A +1% 240mV 86%  144W 15V, 0~4.0A +8%, -3%  120mV
24V, 0~4.0A +8% 240mV. -5V, 0~1.0A +6%, -10%  80mV
RID-125-1205 12V, 0~10.5A £2%  120mV  80% 125W -15V, 0~1.0A 5% el
RQ-125D 5V, 0~12A +2% 80mV  82% 124w
5V, 0~3.0A +3% 80mv
12V, 0~4.0A +8%, -3%  120mV
RID-125-2405 24V, 0~5.3A +2% 120mV  83% 125W 24V, 0~2.5A - 150mV

5V, 0~3.0A +3% 8omv 12V, 0~1.0A +5% 8omv




Enclosed-SE Series 4so-1500w single output

SE-1500

SE-1000

SE-600 SE-450

M Features
» AC input selectable by switch (SE-600/1000)

AC input 180~264VAC only (SE-1500)
Protections:

: Short circuit / Overload / Over voltage /

> Over temperature

Forced air cooling by built-in DC fan

Built-in remote sense function

DC OK, remote ON/OFF control (SE-1000/1500)
LED indicator for power on

e 2 years warranty

\

B General Specification (Please refer to www.meanwell.com for detail spec.)

=240\ Y

Model No.

SE-450

SE-600 SE-1000 SE-1500

AC input voltage range

115/230VAC by switch

180~264VAC

AC inrush current (max.)

Cold start, 55A at 230VAC

Cold start, 60A at 230VAC

‘Cold start, 60A at 230VAC | Cold start, 55A at 230VAC

DC adjustment range

+10% rated output voltage

Overload Range

105%~150%

| 105%-125%

protection

Type

Shut down o/p voltage, re-power on to reco

ver

Over voltage protection

115%~145%

‘ 115%~140% Shut down o/p voltage, re-power on to recover

Withstand voltage

I/P-O/P: 3kVAC, I/P-FG: 1.5kVAC,
O/P-FG: 0.5kVAC

I/P-O/P: 3kVAC, I/P-FG: I/P-O/P: 3kVAC, I/P-FG:
2kVAC, O/P-FG: 0.5kVAC |1.5kVAC, O/P-FG: 0.5kVAC

Working temperature

-10~+60°C

‘-20~+60°C (refer to output derating curve) -20~+70°C

Safety standards

UL62368-1, EAC TP TC 004, BSMI CNS14336-1 approved

EMC standards

EN55032 class B, EN61000-3-2,3,
EN61000-4-2,3,4,5,6,8,11

Design refer to EN55032 class B

Connection

9P/11mm pitch terminal block with cover

Terminal block with cover for input and output (SE-1000/1500: bus bars for output)

Dimension (LxWxH)(mm)

218x 105x 41

247x 127x 63.5

278x 127x 63.5

278x 177.8x 63.5

Case No. 986A 926A 9358 982A
Packing 12pcs / 16kg 6pcs / 13.4kg 6pcs / 16kg 4pcs | 14.2kg
M 450W SE-450 H1000W SE-1000
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
SIEAAUS S0, W=k <220 2K 1Rk SE-1000-5 5V, 0~150A +1%  150mV 81%
- o ~ 0, 0,

S0 S W1 == AR ek SE-1000-9 9V, 0~100A +1%  150mV 84%

SE-450-12 12V, 0~37.5A +1% 200mV 83%
SE-1000-12 12V, 0~83.3A +1% 150mV 85%

SE-450-15 15V, 0~30A +1% 200mV 84%
SE-1000-15 15V, 0~66.7A +1% 150mV 86%

SE-450-24 24V, 0~18.8A  +1.5% 200mV 86%
SE-1000-24 24V, 0~41.7A +1% 200mV 88%

SE-450-36 36V, 0~12.5A +1% 200mV 86%

- - o~ 0, 0,
SE.450.48 18V, 0-9.4A 1% 200mV 68% SE-1000-48 48V, 0~20.8A +1% 200mV 89%
H600W SE-600 H 1500W SE-1500

Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
SE-600-5 5V, 0~100A +2% 150mV 78% SE-1500-5 5V, 0~300A +2% 150mV 81%
SE-600-12 12V, 0~50A +1% 150mV 83% SE-1500-12 12V, 0~125A +1% 150mV 85%

SE-600-15 15V, 0~40A +1% 150mV 84%
SE-1500-15 15V, 0~100A +1% 150mV 85%

SE-600-24 24V, 0~25A +1% 150mV 87%
SE-1500-24 24V, 0~62.5A +1% 150mV 87%

SE-600-27 27V, 0~22.2A +1% 150mV 87%
SE-600.36 N L 1% 200mV 87% SE-1500-27 27V, 0~55.6A +1% 150mV 88%
SE-600-48 48V, 0~12.5A +1% 200mV 88% SE-1500-48 48V, 0~31.3A +1% 150mV 89%




Enclosed-PFC

600~1000W Single Output

MW

MEAN WELL

PSP-600

W

PSPA-1000

B General Specification (Please refer to www.meanwell.com for detail spec.)

M Features
« Universal AC input / Full range

* Built-in active PFC function
« Protections: Short circuit / Overload / Over voltage /
Over temperature
 Forced air cooling by built-in DC fan
» With DC OK Signal output
 Current sharing up to 2400W(PSP-600); 4000W (PSPA-1000)
* Built-in remote ON-OFF control
« Built-in remote sense function
» 3 years warranty (PSP-600)
5 years warranty (PSPA-1000)

parali) (D @ oS s

(PSP-600-15/24/27/48)

liiCBC¢

Model No.

PSP-600

PSPA-1000

AC input voltage range

88~264VAC ; 124~370VDC

90~264VAC ; 127~370VDC

AC inrush current (max.)

Cold start, 40A at 230VAC

DC adjustment range

+10% rated output voltage

-8%~+17% rated output voltage

Overload Range

105%~135%

protection

Type

Constant current limiting, auto-recovery

Over voltage protection

115%~140%

120%~137%

Withstand voltage

I/P-O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC,

1 minute

Working temperature

-20~+60°C (refer to output derating curve)

-20~+70°C (refer to output derating curve)

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004, BSMI CNS14336-1 approved; GB4943 approved for PSP-600-15/24/27/48

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, EAC TP TC 020

Connection

7+8P / 9.5mm pitch terminal block with cover

Dimension (LxWxH)(mm)

170x 120x 93

Case No. 910A
Packing 1.9Kg ; 8pcs / 15.5kg / 1.06CUFT
H600W PSP-600 E1000W NEW) PSPA-1000
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
PSP-600-5 5V, 0~80.0A +2% 180mV 79%
PSPA-1000-12 12V, 0~80A +2% 150mV 92.0%
PSP-600-12 12V, 0~50.0A +1% 240mV 84%
PSP-600-13.5 13.5V, 0~44.5A +1% 240mV 85% PSPA-1000-15 15V, 0~64A +1.5% 150mV 93.0%
PSP-600-15 15V, 0~40.0A +1% 240mV 85%
PSP-600-24 24V, 0~25.0A +10% 240mV 86% PSPA-1000-24 24V, 0~42A +1% 200mV 93.5%
PSP-600-27 27V, 0~22.2A +1% 240mV 86%
PSPA-1000-48 48V, 0~21A +1% 250mV 94.0%
PSP-600-48 48V, 0~12.5A +1% 300mV 87%




Enclosed-PFC

75~200W Low

MW

Profile

RSP-200

RSP-150

RSP-100 RSP-75

M Features

 Ultra low profile: 30mm

 Universal AC input / Full range

* Built-in active PFC function

 Protections: Short circuit / Overload / Over voltage /

Over temperature (RSP-100/150/200)

Cooling by free air convection

« Built-in constant current limiting circuit
(RSP-75/100/150)

» Remote ON/OFF control (RSP-75/100/150)

» LED indicator for power on

» 3 years warranty

B General Specification (Please refer to www.meanwell.com for detail spec.)

® 6 NE ] @HICBCE

Model No.

RSP-75 RSP-100

RSP-150 RSP-200

AC input voltage range

85~264VAC; 120~370VDC

88~264VAC; 124~370VDC

AC inrush current (max.)

Cold start, 35A at 230VAC ‘ 30A at 230VAC

45A at 230VAC | 40A at 230VAC

DC adjustment range

-5%~+10% rated output voltage

+10% rated output voltage

Overload Range 105%~135% \ 105%~150%

protection Type Constant current limiting, auto-recovery Hiccup mode, auto-recovery
Over voltage Range 110%~135% 115%~145%

protection Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-O/P: 4kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

‘ I/P-O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

Working temperature

-25~+70°C

-30~+70°C (refer to output derating curve)

Safety standards

UL62368-1, TUV EN62368-1, EN61558-1, EN61558-2-16,
CCC GB4943, EAC TP TC 004, BSMI CNS14336-1 approved

UL62368-1, TUV EN62368-1, CCC GB4943,
EAC TP TC 004, BSMI CNS14336-1 approved

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, GB9254, EAC TP TC 020, EN55024

Connection 5P / 9.5mm pitch terminal block | 7P / 9.5mm pitch terminal block | 9P / 9.5mm pitch terminal block
Dimension (LxWxH) (mm) 159x97x30 179x99x30 ‘ 199x99x30 215x115x30

H75W RSP-75 W 150W RSP-150

Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
RSP-75-3.3 3.3V, 0~15A +20 80mV 76.0% RSP-150-3.3 3.3V, 0~30A £2% 100mvV  81.5%
RSP-75-5 5V, 0~15A +2% 80mV 82.0% RSP-150-5 5V, 0~30A £2% 100mvV  87.0%
RSP-75-7.5 7.5V, 0~10A +£20 8omv 84.0% RSP-150-7.5 7.5V, 0~20A +2% 100mvV  88.5%
RSP-75-12 12V, 0~6.3A £29%  120mV  85.0% RSP-150-12 12V, 0~12.5A 2% 100mV  90.0%
RSP-75-13.5 13.5V, 0~5.6A +£29%  120mV  85.0% RSP-150-13.5 13.5V, 0~11.2A +2% 100mvV  87.5%
RSP-75-15 15V, 0~5A 20  120mV  86.0% RSP-150-15 15V, 0~10A +2% 100mV  88.5%
RSP-75-24 24V, 0~3.2A +1% 120mV 87.0% RSP-150-24 24V, 0~6.3A +1% 150mV 89.0%
RSP-75-27 27V, 0~2.8A +£1%  120mV  88.0% RSP-150-27 27V, 0~5.6A +1% 150mV  89.5%
RSP-75-48 48V, 0~1.6A +£1%  200mV  89.0% RSP-150-48 48V, 0~3.2A 1% 250mV  90.0%
H100W RSP-100 m200W RSP-200

Model No. Output Tol.  R&N Effi. Model No. Output LS i Effi.

. . RSP-200-2.5 2.5V, 0~40A +2%  100mV  79.5%

RSP-100-3.3 3.3V, 0-20A  +2%  100mV  83.0% RSP-200-3.3 3.3V,0-40A  #2%  100mV  81.5%
RSP-100-5 5V, 0~20A +2%  100mvV  86.0% RSP-200-4 4V, 0~40A +20%  100mV  84.0%
RSP-100-7.5 7.5V, 0~13.5A 2%  100mV  87.0% RSP-200-5 5V, 0~40A +2%  150mV  85.5%
RSP-100-12 12V, 0~8.5A +1%  100mV  86.0% RSP-200-7.5 7.5V, 0~26.7A +2%  150mV  89.0%
RSP-200-12 12V, 0~16.7A +1%  150mV  89.0%

RSP-100-13.5 13.5V, 0~7.5A +1%  100mV  86.5% '

’ ’ RSP-200-13.5 13.5V, 0~14.9A +1%  150mV  89.0%

RSP-100-15 15V, 0~6.7A +1%  100mV  87.0% RSP-200-15 15V, 0~13.4A +1%  150mV 89.5%
RSP-100-24 24V, 0~4.2A +1%  150mV  87.0% RSP-200-24 24V, 0~8.4A +1% 150mV  89.5%
RSP-100-27 27V, 0~3.8A +1%  150mV  87.0% RSP-200-27 27V, 0~7.5A +1%  200mv. 89.0%
RSP-100-48 48V, 0~2.1A S RN RO RSP-200-36 36V, 0~5.56A +1%  220mV  90.0%
RSP-200-48 48V, 0~4.2A +1%  240mV  90.0%




Enclosed-PFC

320~500W Low Profile

MW

MEAN WELL

RSP-500 RSP-320

B General Specification (Please refer to www.meanwell.com for detail spec.)

H Features

* 1U low profile

Universal AC input / Full range
Built-in active PFC function

» Protections: Short circuit / Overload / Over voltage /
Over temperature

 Forced air cooling by built-in DC fan

Built-in remote sense and ON/OFF control (RSP-500)

LED indicator for power on

» 3 years warranty

[AlCBCe

(RSP-320 only)

® S N

Model No. RSP-320

RSP-500

AC input voltage range 88~264VAC; 124~370VDC

85~264VAC; 120~370VDC

AC inrush current(max.) Cold start, 40A at 230VAC

DC adjustment range Vo: +10% by potentiometer

Overload Range 105%~135% 105%~130%
protection | 1ype Hiccup mode, auto-recovery Constant current limiting, auto-recovery
Over voltage Range 115%~145%

protection Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

Working temperature

-30~+70°C (refer to output derating curve)

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004, BSMI CNS14336-1 approved; CCC GB4943 approved for RSP-320 only

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, EAC TP TC 020, EN61000-6-2(RSP-500),
GB9254, GB17625.1(RSP-320 only)

* RSP-320-5CC with conformal coating is suitable for LED moving
sign applications, MOQ required.

Input ) ) 3P/ 9.5mm pitch terminal block
Connection 9P / 9.5mm pitch terminal block - -
Output 6P / 11mm pitch terminal block
Dimension (LxWxH) (mm) | 215x115x30 230x127x40.5
Case No. 207A 226A
M 320w RSP-320 E500W RSP-500
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
RSP-320-2.5 2.5V, 0~60A +£2% 100mV  75.5% RSP-500-3.3 3.3V, 0~90A 2% 120mv 81.0%
RSP-320-3.3 3.3V, 0~60A +2% 100mvV  79.5% RSP-500-4 4V, 0~90A 2% 120mv. 83.0%
o o ~ 0, 0,
RSP-320-4 4V, 0~60A +2% 100mV 81.0% R o =il S LAY i
RSP-500-12 12V, 0~41.7A +1% 150mV 88.0%
RSP-320-5 5V, 0~60A +2% 150mV 83.0%
RSP-500-15 15V, 0~33.4A +1% 150mV 88.0%
*RSP-320-5CC 5V, 0~60A +2% 150mV 83.0%
RSP-500-24 24V, 0~21A +1% 150mV 89.0%
RSP-320-7.5 7.5V, 0~40A +2% 150mV 88.0%
RSP-500-27 27V, 0~18.6A +1% 150mV 89.5%
RSP-320-12 12V, 0~26.7A +1% 1 Vv .0%
SP-320 , 0~26 ’ S0m 88.0% RSP-500-48 48V, 0~10.5A +1% 150mV  90.5%
RSP-320-13.5 13.5V, 0~23.8A +1% 150mV 88.0%
RSP-320-15 15V, 0~21.4A +1% 150mV 88.5% ===u| We provide specification, drawing, test report and more
AN information, please visit our website —
RSP-320-24 24V, 0~13.4A +1% 150mV 89.0% — http://www.meanwell.com
o o ~ 0, 0,
HElR G2 By 200, =g s A0 e Best products also need best service.
RSP-320-36 36V. 0~8.9A +1% 220mV 89.5% We have authorized distributors all over the world. They have
' sufficient stock for your prompt delivery. Also, they can offer
RSP-320-48 48V, 0~6.7A +1% 240mV 90.0% you technical support & RMA services. Please contact your

local distributors for more product information. You can also
contact us at info@meanwell.com for information of your local
distributors.



Enclosed-PFC

100~320W 3~4 QOutput

MW

MEAN WELL

QP-320

QP-200

TP-150
QP-150

B General Specification (Please refer to www.meanwell.com for detail spec.)

M Features
 Universal AC input / Full range

 Protections: Short circuit / Overload /
Over voltage / Over temperature

« Over temperature protection

(200~320W built-in, option for 100W and 150W)
* Built-in active PFC function
» Cooling by free air convection (100W)
 Forced air cooling by built-in DC fan

(150W / 200W / 320W)
» 3 years warranty

® NSl CB (€

(except for QP-320)

Model No.

TP-150

TP-100 QP-150

QP-200

AC input voltage range

90~264VAC; 127~370VDC

AC inrush current (max.)

Cold start, 50A at 230VAC | Cold start, 40A at 230VAC

Cold start, 50A at 230VAC | Cold start, 45A at 230VAC

DC adjustment range

CH1: -5%~+10% rated output voltage
(CH1&2 for QP-150-3x, QP-150-D/F)

CH1&2:
-5%~+10% rated output voltage

Range
Overload

105%~150%

protection Type

Hiccup mode, auto-recovery

Constant current limiting,
auto-recovery

Fold back current limiting,
auto-recovery

Over voltage protection

115%~135% for CH1 or CH1&2

Withstand voltage

[/IP - O/P: 3kVAC, I/P - FG: 2kVAC, O/P - FG:0.5kVAC, 1 minute

Working temperature

-10~+60°C (refer to output derating curve)

-10~+70°C

Setup, rise, hold up time

800ms, 60ms, 24ms at full load and 30VAC(TP-100/150);
1800ms, 50ms, 24ms at full load and 230VAC (QP-150)

800ms, 50ms, 24ms at full
load and 230VAC

800ms, 50ms, 16ms at full
load and 230VAC

Safety standards

UL60950-1, TUV EN60950-1 approved

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11

Connection 9P/7.62mm pitch terminal block with cover 9P/9.5mm pitch terminal block with cover

Dimension (LxWxH)(mm) | 199x 99x 50 215x 115x 50

Case No. 916A 9168 9128 9121

M 100W — Triple Output M 150W — Triple Output

Model No. Output Tol. R&N  Effi.  Max. Model No. Output Tol. R&N  Effi.  Max.

TP-100A 5V, 3.0~15A £3%  100mV  75%  101W TP-150A 5V, 2.0~20A 3% 100mv.75% - 150W
12V, 0.4~5.0A 7%  120mV 12V, 0.4-7.04 8% 120mv
5V,0.0-10A 6%  100mV -5V, 0.0-1.04 6% 100mv

TP-1008 5V, 3.0~15A £3%  100mV  78%  105W TP-1508 5V, 2.0~20A 3% 100mve 77 148W
12V, 0.4~5.0A 6%  120mV 12V, 0.4-7.0 8% 120mv
12V, 0.0-1.0A s 100my -12V, 0.0~1.0A 6%  100mV

TP-100C 5V, 3.0~15A £3%  100mV  77%  104W TP-150C SV, 2.0~20A 3% 100mve 77 152W
15V, 0.4~4.0A  +10%,-6%  150mV 15V, 0.4-6.0A  +10%.-6%  150mV
15V, 0.0~1.0A 6%  100mV 15V, 0.0-1.04 6% 100mv

TP-100D 5V, 3.0~15A £3%  100mV  78%  105W TP-150D oV, 2.0~20A £3% - 100mV.78% - 154W
24V, 0.4~3.0A 8%  150mV 24V, 0.4~4.0A 8% 150mv
12V, 0.0~1.0A 6%  100mV 12V, 0.0-1.0A 6% 100mv




Enclosed-PFC

MW

MEAN WELL
H 150W — Quad Output Il 200W — Quad Output
Model No. Output Tol. R&N Effi. Max. Model No. Output Tol. R&N Effi.  Max.
QP-150B 5V, 3.0~15A +3% 100mV ~ 76%  150W QP-200D 5V, 3.0~20A +3% 100mv  75% 203W
12V D14=5\0A 6% 150mV 12V, 0.0~7.0A +3% 150mV
24V, 0.4~6.0A  +10%,-6%  150mV
-12V, 0.3~2.0A +10%,-6%  150mV
-12V, 0.0~1.0A +6% 150mV
-5V, 0.0~1.0A +50 100mV
QP-200F 5V, 3.0~20A +3% 100mV  75% 203W
P-150C 5V, 3.0~15A +3% 100mvV  77% 153w
Q ’ ’ 15V, 0.0~6.0A +3% 150mV
15V,0.4~4.0A  +6%,-10%  150mV 24V,0.4~6.0A  +10%,-6%  150mV
-15V, 0.3~2.0A +8% 150mV -15V, 0.0~1.0A +6% 150mV
5V 0.0~1.0A +50 100mV QP-200-3A 5V, 3.0~20A +3% 100mV  72%  200W
3.3V, 0.0~20A +3% 100mV
QP-150D 5V, 3.0~15A +3% 120mvV  78%  150W ’ m
12V, 0.5~8.0A  +8%,-10%  150mV
12V, 0.0~5.0A +3% 150mV
-5V, 0.0~1.0A +6% 150mV
24V, 0.4~3.0A +6% 200mV
QP-200-3B 5V, 3.0~20A +3% 100mV  72%  205W
-12V, 0.0~1.0A +5% 150mV 3.3V, 0.0~20A o G
QP-150F 5V, 3.0~15A +3% 120mvV  78% 152w 12V, 0.5~8.0A  +8%,-10%  150mV
15V, 0.0~5.0A +30p 150mV -12V, 0.0~1.0A +6% 150mV
YA R o o QP-200-3C 5V, 3.0~20A +3% 100mV  72% 210W
3.3V, 0.0~20A +3% 100mV
-15V, 0.0~1.0A +50% 150mV
15V, 0.5~7.0A  +10%,-6%  150mV
-15V, 0.0~1.0A +6% 150mV
Model No. Output Tol. R&N Effi. Max.
- - ~ 0, 0,
QP-150-3A 5V, 3.0~15A +3% 100mV  73%  146W QP-200-3D 5V, 3.0-20A +3% 100mv-— 4% - 204W
3.3V, 0.0~20A +3% 100mV
3.3V, 0.0~15A +3% 100mV
24V, 0.4~6.0A  +10%,-6%  150mV
12V, 0.4~5.0A +6% 150mV
-12V, 0.0~1.0A +6% 150mV
- ~ 0
5V, 0.0~1.0A 5% 150mv QP-200-3E 5V, 3.0~20A +3% 100mV  74% 206W
QP-150-3B 5V, 3.0~15A +3% 100mv ~ 75%  150W 3.3V, 0.0~20A +3% 100mV
3.3V, 0.0~15A +3% 100mV 24V, 0.4~6.0A  +10%,-6%  150mV
12V, 0.4~5.0A +6% 150mV -15V,0.0~1.0A 6% 150mv
-12V, 0.0~1.0A +5% 150mV
QP-150-3C 5V, 3.0~15A +3% womv  74% 150w E320W — Quad Output
3.3V, 0.0~15A +3% 100mV Model No. Output Tol. R&N Effi.  Max.
QP-320D 5V, 2.5~20A +3% 100mV  83%  316W
15V, 0.4~5.0A +8%,-6%  150mV
12V, 0.0~10A +3% 150mV
-15V, 0.0~1.0A 5% 150mVv 24V,0.2~5.0A  +10%,-6%  150mV
QP-150-3D 5V, 3.0~15A +3% 100mV  76%  150W -12v, 0.2~2.0A +10% 150mv
QP-320F 5V, 2.5~20A +3% 100mvV  83%  316W
3.3V, 0.0~15A +3% 100mV
15V, 0.0~10A +3% 150mV
24V, 0.3~3.0A +6% 150mV
24V, 0.2-5.0A  +10%,-6%  150mV
-12V, 0.0~1.0A +5% 150mV -15V, 0.2~1.6A +10% 150mV




Enclosed-PFC

75~200W High Reliability

MW

MEAN WELL

M Features
» Universal AC input / Full range

» Withstand 300VAC surge input for 5 seconds
« Built-in active PFC function
* Protections:

Short circuit / Overload / Over voltage /

Over temperature (optional for HRP-75 / HRP-100)
« Built-in constant current limiting circuit
« Built-in remote sense function (HRP-150 / 200)
» No load power consumption<0.5W (except for HRP-150/200)
* Built-in remote ON/OFF control (except for HRP-150 / 200)
* Built-in 5V / 0.3A standby output (HRPG-150 / 200)
 Cooling by free air convection

HRP-200 Al eui » 1U low profile
HRPG-200 L e HRP-75 L
HRPG-150 » LED indicator for power on

5 years warranty

@ ® N

HRP[-200

B General Specification (Please refer to www.meanwell.com for detail spec.)

Model No. HRP-75 HRP-100 HRP[-150

85~264VAC; 120~370VDC

Cold start, 65A at 230VAC

-5%~+10% rated output voltage

105%~135%

Constant current limiting, auto-recovery

115%~145%

I/IP-O/P: 3kVAC, I/P-FG: 1.5kVAC, O/P-FG: 0.5kVAC, 1 minute
-40~+70°C (refer to output derating curve) ‘ -40~+60°C
UL62368-1, TUV EN62368-1, EAC TP TC 004 approved

EN55032 class B, EN61000-4-2,3,4,5,6,8,11, EN61000-3-2,3, EN55024, EN61000-6-2 heavy industry level,
EAC TP TC 020

AC input voltage range

Cold start; 70A at 230VAC
+15% rated output voltage

AC inrush current (max.)
DC adjustment range

Range
Type
Over voltage protection

Overload
protection

Withstand voltage

Working temperature -40~+70°C

Safety standards

EMC standards

Connection 5P/9.5mm pitch terminal block with cover | 7P/9.5mm pitch terminal block with cover
Dimension (LxWxH)(mm) | 129x98x38 159x97x38 199x 98x 38
Case No. 903D 9011 902E
M 75W HRP-75 H150W HRP[-150
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
HRP-75-3.3 3.3V, 0~15A +2.5% somv  77.0% HRPLJ-150-3.3 3.3V,0-30A  £2.5% gomv. 78.5%
~ 0, 0,
HRP-75-5 5V, 0~15A +2.5% 80mV 82.5% HRP[J-150-5 5V, 0~26A +2.5% 80mV 85.0%
-150- 7.5V, 0~20A +2.5% 100mV 87.0%
HRP-75-7.5 7.5V, 0~10A +2.5% 100mV  84.0% HRPLI-150-7.5 0 °
HRP-150-12 12V, 0~13A +1.5% 120mV 88.0%
HRP-75-12 12V, 0~6.3A +1.5% 120mV 87.0%
HRP-150-15 15V, 0~10A +1.5% 150mV 88.0%
- - ~ 0, 0,
HRP-75-15 15V, 0~5A +1.5% 150mV 88.0% HRPLI-150.24 24V, 0~6.5A 15% - -
HRP-75-24 24V, 0~3.2A il SR ) HRPJ-150-36 36V, 0~4.3A  +15%  200mV  89.0%
HRP-75-36 36V, 0~2.1A +1.5% 200mV 89.0% HRPJ-150-48 48V, 0-3.3A +1.5% 240mV 89.0%
HRP-75-48 48V, 0~1.6A +1.5% 240mV 89.0% [=blank, G; blank: basic function, G: with 5Vsb & no load <0.5W
H100W HRP-100 W 200W HRP([-200
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Sl
-200-3. 3.3V, 0~40A +20 80mV 80.0%
HRP-100-3.3 3.3V, 0~20A  +2.5%, -35%  80mV  78.0% APL-2IES ° m ’
HRP[J-200-5 5V, 0~35A +2% 90mV 84.0%
HRP-100-5 5V, 0~17A +2.5% 80mV 83.0%
HRP[-200-7.5 7.5V, 0~26.7A +2% 100mV 86.0%
HRP-100-7.5 7.5V, 0~13.5A +2.5% 100mV 84.0%
HRP[-200-12 12V, 0~16.7A +1% 120mV 88.0%
HRP-100-12 12V, 0~8.5A +1.5% 120mV 87.5%
HRP[J-200-15 15V, 0~13.4A +1% 150mV 88.0%
- - = 0, 0,
HRP-100-15 15V, 0~7A +1.5% 150mv 88.0% HRP[-200-24 24V, 0~8.4A +1% 150mV 88.0%
HRP-100-24 24V, 0-4.54 £1.5% - 150mv- 88.5% HRPI-200-36 36V, 0~5.7A £1%  250mV  89.0%
HRP-100-36 36V, 0~2.94 £15% - 200mv. 89.0% HRPI-200-48 48V, 0~4.3A £1%  250mV  89.0%
HRP-100-48 48V, 0~2.2A +1.5% 240mV 90.0% [=blank, G; blank: basic function, G: with 5Vsb & no load <0.5W



Enclosed-PFC

300~1000W High Reliability

MW

MEAN WELL

"NEW
HRT,G 1000 HRP-600 HRP-450
- HRPG-600 HRPG-450

HRP-300

HRPG-300

B Features

.

» Universal AC input / Full range
» Withstand 300VAC surge input for 5 seconds
« Built-in active PFC function
 Protections: Short circuit / Overload /
Over voltage / Over temperature

i Built-in constant current limiting circuit

. . . . .

B General Specification (Please refer to www.meanwell.com for detail spec.)

Built-in remote sense function
Built-in DC OK signal

No load power consumption<0.5W (HRPG-300/450)
No load power consumption<0.75W (HRPG-600/1000)
Built-in remote ON/OFF control & 5V / 0.3A standby
output (HRPG series)
Built-in current sharing (HRPG-600-24/36/48; HRPG-1000)
» Forced air cooling by built-in DC fan
1U low profile (HRP[J-300 / 450)

+ 5 years warranty

@ ® Nk

HICBC€

Model No.

HRP[J-300

HRP[J-450 HRP[J-600

HRPG-1000

AC input voltage range

85~264VAC; 120~370VDC

90~264VAC; 127~370VDC

AC inrush current (max.)

Cold start, 70A at 230VAC

Cold start, 40A at 230VAC

DC adjustment range

+15% rated output voltage

-8%~+17% rated output voltage

Overload Range

105%~135%

Protection

Type

Constant current limiting, auto-recovery

Over voltage protection

115%~145%

120%~137%

Withstand voltage

IIP - O/P: 3kVAC, I/P - FG: 2kVAC, O/P - FG: 0.5kVAC, 1 minute

Working temperature

-40~+70°C (refer to output derating curve)

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004 approved

EMC standards

EN55032 class B, EN61000-4-2,3,4,5,6,8,11, EN61000-3-2,3,
EN61000-6-2 heavy industry level, EAC TP TC 020

EN55032 class A, EN61000-4-2,3,4,5,6,8,11,
EN61000-3-2,3, EAC TP TC 020

Connection 7P/11mm pitch terminal block with cover | 3+6P/10&11mm pitch terminal block with cover
Dimension (LxWxH)(mm) | 199x105x41 218x105x41 | 218x105x63.5
Case No. 980A 995A 977A
H300W HRP[I-300 Model No. Output Tol. R&N Effi.
Model No. Output Tol. R&N Effi. HRP[-450-36 36V, 0~12.5A +1% 240mVv 89.0%
= 0 0,
HRP[J-300-3.3 3.3V, 0~60A +2.5% somv  80.0% HRPL[1-450-48 48V, 0~9.5A 1% 240mV - 89.5%
HRP[1-300-5 5V, 0~60A +2.0% 90mV 82.0% [=blank, G; blank: basic function, G: with 5Vsb & no load <0.5W
HRP[J-300-7.5 7.5V, 0~40A +2.0% 100mV 86.0%
H600W HRP[I-600
HRP[1-300-12 12V, 0~27A +1.0% 120mV 88.0%
HRP[J-300-15 15V,0-22A  +1.0%  150mV  88.0% LI, Output Tol. R&N  Effi
= 0 0,
HRP[J-300-24 24V, 0~14A +1.0%  150mV  87.0% HRPL1-600-3.3 8.3V, 0~120A 2%  100mV  78.5%
= ") 0,
HRPJ-300-36 36V, 0~9A £1.0%  250mV  88.0% e SUU-LZY e Y B
-600- ~ +2% 1 V 7.0%
HRP[-300-48 48V, 0~7A +1.0%  250mV  89.0% HRPLI-600-7.5 Uodlth WS 10/” lggmv :8 80/0
. ) . -600- 12V, 0~53A * m .
Ol =blank, G; blank: basic function, G: with 5Vsb & no load <0.5W HRPLI-600-12 0 0
HRP[J-600-15 15V, 0~43A +1% 150mV 88.0%
HRP[1-600-24 24V, 0~27A +1% 150mV 88.0%
M 450W HRP[1-450
HRP[1-600-36 36V, 0~17.5A +1% 200mV 89.0%
Model No. Output Tol. R&N Effi. HRP1-600-48 48V, 0-13A +1% 240mV. 89.0%
o Y 0 ) . )
ARPREIEE 3.3V, 0~90A 2% gomv: 80.0% [ =blank, G; blank: basic function, G: with 5Vsb & no load <0.75W
HRP[J-450-5 5V, 0~90A +2% 80mV 83.0%
HRPJ-450-7.5 7.5V, 0~60A +2%  100mV  86.5% H1000W NEw HRPG-1000
HRP[1-450-12 12V, 0~37.5A +1% 120mV 88.0% Model No. Output Tol. R&N Effi.
HRP1-450-15 15V, 0~30A +1% 150mV 89.0% HRPG-1000-12 12V, 0~80A +20% 150mV 91.5%
+1%  150mV  88.0% Arre-luge-te 15V, 0~64A +1.5%  150mV  92.0%
AR AR 24V, 0-188A  E20 m 0% HRPG-1000-24 24V, 0~42A +1%  200mV  93.0%
[J=blank, G; blank: basic function, G: with 5Vsb & no load <0.5W HRPG-1000-48 48V, 0~21A +1% 250mV 94.0%




EnCIOsed- P FC 750~2000W Programmable High Power
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MEAN WELL

RSP-2000

RSP-1600

RSP-1000

RSP-750

B General Specification (Please refer to www.meanwell.com for detail spec.)

[l Features
* 1U low profile (41mm)

« Universal AC input / Full range

* Built-in active PFC function

« Protections: Short circuit / Overload / Over voltage /
Over temperature

« Forced air cooling by built-in DC fan

* High power density up

to 25W/in® (RSP-1600)

Output voltage programmable

Constant current level Icc programmable (RSP-750/1600)

or 6 units (RSP-1600)

Built-in current sharing up to 4 units (RSP-1000/2000)

* Built-in remote sense and ON/OFF control
« Built-in auxiliary power, DC OK signal

» OTP alarm signal output (RSP-1600/2000)
 Optional conformal coating

« 5 years warranty

@ @(:“US

(except for RSP-750)

—ItACB C€

Model No. RSP-750 RSP-1000 RSP-1600 RSP-2000

AC input voltage range 90~264VAC; 127~370VDC 90~264VAC; 127~320VDC

AC inrush current (max.) | Cold start, 40A at 230VAC Cold start, 35A at 230VAC Cold start, 50A at 230VAC
Vo: +10% by potentiometer, | Vo: £10% by potentiometer, | Vo: -1%~+22.5% by Vo: +10% by potentiometer, or

DC adjustment range

or to 40%~110% of rated

output voltage by

2~5.5VDC external

control signal

Icc : to 40%~110% of rated

output current by
2~5.5VDC external
control signal

or to 40%~110% of rated
output voltage by
external resistor or by
2~5.5VDC external
control signal

potentiometer, or to 40%~
125% of rated output
voltage by 1~5VDC
external control signal
Icc: to 20%~100% of rated
output current by 1~5VDC
external control signal

to 40%~115% of rated
output voltage by
1~4.7VDC external control
signal

Range 105%~125% 105%~125% 105%~115% 105%~125%
Overload —
protection Type Constant current limiting, auto-recovery F?Q?g&;fﬂ:igtrgggg?' shut down o/p voltage after 5 sec.
Over voltage Range 115%~145% ‘ 115%~135% 130%~155% ‘ 120%~145%
protection Type Shut down O/P voltage, re-power on to recover

Withstand voltage

I/P-O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC (O/P-FG: 1.5kVAC for RSP-1600)

Working temperature

-30~+70°C

[ -20-+60°C

[ -30-+70°C

[ -35-+70°C

Safety standards

UL62368-1, TUV EN62368-1, EAC TP TC 004, BSMI CNS14336-1 approved

EMC standards

EN55032 class B for RSP-750, class A for RSP-1000/1600/2000; EN61000-3-2,3; EN61000-4-2,3,4,5,6,8,11, EN61204-3

. Input 3P / 10mm pitch terminal block with cover
Connection - -
Output M5x12 screw terminal Bus bars M5x12 screw terminal
Dimension (LxWxH) (mm) | 250x127x41 295x 127x 41 300x 85x 41 295x 127x 41
Case No. 212A 952B 237B 952D
W750W RSP-750 H1600W RSP-1600
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
RSP-750-5 5V, 0~100A +2% 150mv. 82.0% RSP-1600-12 12V, 0~125A +1% 150mV 89.0%
Egg;gg'i: i?\i g*gg-:’* ﬁgf’ iggmx 2;8;’;’ RSP-1600-24 24V, 0~67A +1% 200mV  91.5%
- - , U™ 17 m U7 B B ~ 0 0
RSP-750-24 24V, 0~31.3A +1% 150mV 90.5% sl Loty A (U= ilo/o 200 92'00/0
RSP-750-27 27V, 0~27.8A +1% 150mV 90.5% RSP-1600-36 36V, 0~44.5A 1% 250mv. 92.0%
RSP-750-48 48V, 0~15.7A +1% 150mV 92.0% RSP-1600-48 48V, 0~33.5A +1% 300mV 93.0%
Il 1000W RSP-1000 W 2000W RSP-2000
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
RSP-1000-12 12V, 0~60A +1% 150mV 83%
= 5 ~ 0 0
RSP-1000-15 15V, 0~50A +1% 150mV 85% RSP-2000-12 12V, 0~100A +2% 150mV 87.0%
RSP-1000-24 24V, 0~40A 1% 150mv 88% RSP-2000-24 24V, 0~80A +1% 200mV  90.5%
RSP-1000-27 27V, 0~37A +1% 150mV 88%
RSP-1000-48 48V, 0~21A 1% 150mV 90% RSP-2000-48 48V, 0~42A +1% 300mV  92.0%




Enclosed-PFC 1500~3000W Programmable High Power

Il Features

* Universal AC input / Full range (RSP-1500)
AC input 180~264VAC only (RSP-2400/3000)

* Built-in active PFC function

* Protections:

. | Short circuit / Overload / Over voltage /
Over temperature

» Forced air cooling by built-in DC fan

» Output voltage programmable

* Built-in current sharing up to 4 units (RSP-1500)
or 3 units (RSP-2400/3000)

* Built-in remote sense and ON/OFF control

* Built-in auxiliary power, DC OK signal

» Optional conformal coating

RSP-2400/3000 RSP-1500 * 5 years warranty

B General Specification (Please refer to www.meanwell.com for detail spec.) @ ec“us ' EH[ CB (¢

Model No. RSP-1500 RSP-2400 RSP-3000

AC input voltage range 90~264VAC; 127~370VDC 180~264VAC; 254~370VDC
AC inrush current (max.) | Cold start, 60A at 230VAC
Vo: -30%~+10% by potentiometer, or to

Vo: +10% by potentiometer, or to 20%~110% of rated output voltage by

i 0~ 0
DC adjustment range 70%~100% pf rated output voltage by 1~5.5VDC external control signal
external resistor
Range 105%~135% 100%~112%
Overload — —
protection T Constant current limiting, shut off after 5 sec., Constant current limiting, shut off after 5 sec., re-power on to recover
e . . L
yp re-power on to recover (can adjust to continuous constant current limiting)

Over voltage | Range 115%~140%

protection Type Shut down O/P voltage, re-power on to recover
Withstand voltage I/P-O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC
Working temperature -20~+70°C
Safety standards UL62368-1, TUV EN62368-1, EAC TP TC 004, BSMI CNS14336-1 approved
EMC standards EN55032, EN61000-3-2,3; EN61000-4-2,3,4,5,6,8,11, EN61000-6-2, EN061204-3
Input 3P/13mm pitch terminal block with cover
Connection
Output Bus bars
Dimension (LxWxH) (mm) | 278x 127x 83.5 278x 177.8x 63.5
Case No. 943A 9828B
M 1500W RSP-1500 H3000W RSP-3000
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
RSP-1500-5 5V, 0~240A +2% 150mV 80% RSP-3000-12 12V, 0~200A +1% 150mV 87.5%
RSP-1500-12 12V, 0~125A +1% 150mV 87% RSP-3000-24 24V, 0~125A 1% 150mVv 90.0%
RSP-1500-15 15V, 0~100A +1% 150mV 87% RSP-3000-48 48V, 0~62.5A +1% 200mV 91.5%
RSP-1500-24 24V, 0~63A +1% 150mV 90%
RSP-1500-27 27V, 0~56A £1%  150mV  90% LDPC-50A Series
RSP-1500-48 48V, 0~32A +1% 200mV 91% 2750W Laser Diode Driver Module
« Qutputcl q
M 2400W RSP-2400 « Compliance voltag

¢ 2.75kW maximum output power
Model No. Output Tol. R&N Effi. « High efficiency up to 96%

+ Short rise/fall time (10us for fast mode)
 Low current ripple <2Ap-p
RSP-2400-24 24V, 0~100A +1% 150mV 90.5% + Dimension(LxWxH): 252x 100x 41mm

* 3 years warranty

RSP-2400-12 12V, 0~166.7A +1% 150mV 88.0%

RSP-2400-48 48V, 0~50A +1% 200mV 91.5%




Enclosed-PFC soo-10000w Programmable High Power

RST-5000 RST-10000

Bl Features
« 3¢ 3-wire//\ 196~305VAC or 3 P4-wire/ Y 340~530VAC wide input range e Built-in current sharing up to 20kW
* Built-in active PFC function (4 units of RST-5000 or 2 units of RST-10000)
« High efficiency up to 91% « Built-in remote sense and ON/OFF control
* Protections: * Built-in 12V/0.1A auxiliary power
Short circuit / Overload / Over voltage / Over temperature / Fan alarm « Alarm signal output
» Forced air cooling by built-in DC fan « 5 years warranty

« Output voltage and constant current level Icc programmable

FIIAlcBCE

B General Specification (Please refer to www.meanwell.com for detail spec.) @ c“us

Model No. RST-5000 RST-10000

AC input voltage range 3¢ 3-wire//\ 196~305VAC or 3 4-wire/ Y 340~530VAC

Cold start, 75A at 230VAC (3¢ 3-wire/ A\) Cold start, 150A at 230VAC (39 3-wire//\)

AC inrush current (max.) | | "o02 ot 400VAC (3¢ 4-wire/ Y) or 100A at 400VAC (3¢ 4-wire/ Y)

Vo: -2%~+20% by potentiometer or to 20%~120% of rated output voltage by 1~6VDC external control signal
Tcc: to 20%~100% of rated output current by 1~5VDC external control signal

Range 100%~112%

DC adjustment range

Overload
protection Type User adjustable continuous constant current limiting or constant current limiting with delay shutdown after 5 seconds.
yp Re-power on to recover.

Over voltage | Range 125%~140%

protection Type Shut down O/P voltage, re-power on to recover
Withstand voltage I/P-O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC
Working temperature -30~+70°C (refer to output derating curve)
Safety standards UL62368-1, TUV EN62368-1, EAC TP TC 004 approved
EMC standards EN55032 class A, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, EN61000-6-2, EN61204-3
Input 6P/13mm pitch terminal block with cover
Connection
Output Bus bars
Dimension (LxWxH) (mm) | 460x 211x 83.5 540x 424x 83.5
Case No. 223A 234A
Packing 10kg; 1pcs / 10.1kg / 1.15CUFT 23.5kg; 1pcs / 23.5kg / 2.45CUFT
H5000W RST-5000 H10000W RST-10000
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
RST-5000-24 24V, 0~200A +1% 150mV 89% RST-10000-24 24V, 0~400A +1% 150mV 89%
RST-5000-36 36V, 0~138A +1% 200mV 90% RST-10000-36 36V, 0~276A +1% 200mV 90%

RST-5000-48 48V, 0~105A +1% 200mV 91% RST-10000-48 48V, 0~210A +1% 200mV 91%




Enclosed-PFC

150~300W Programmable Power Lite

MW

MEAN WELL

B Feature

Built-in act

Forced air

» 3years wa

SPV-300 SPV-150

B General Specification (Please refer to www.meanwell.com for detail spec.)

S

* Universal AC input / Full range

ive PFC function

Protections:
Short circuit / Overload / Over voltage / Over temperature

Output voltage programmable

cooling by built-in DC fan (except for SPV-150)
rranty

@ G“US

—IICBCE

Model No. SPV-150

SPV-300

AC input voltage range 88~264VAC; 124~370VDC

AC inrush current (max.) | Cold start, 45A at 230VAC

Vo: -15%~+10% by potentiometer or to 20%~110% of rated

DC adjustment range :
by 1~5.5VDC external control signal

output voltage

Overload Range 105%~150% 105%~135%
protection Type constant current limiting, auto-recovery

Over voltage Range 115%~140%

protection Type shut down O/P voltage, re-power on to recover

Withstand voltage I/P - O/P: 3kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC

Working temperature -20~+65°C

Safety standards UL62368-1, TUV EN62368-1, EAC TP TC 004 approved

EMC standards EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,1

1, EACTP TC 020

Dimension (LxWxH) (mm) | 215x 115x 50

Case No. 912L 912G
Packing 1.1kg ; 12pcs / 14kg / 0.92CUFT
M 150W SPV-150 M 300W SPV-300
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
SPV-150-12 12V, 0~12.5A +1% 150mV 82% SPV-300-12 12V, 0~25A +1% 150mV 83.5%
SPV-150-24 24V, 0~6.25A +1% 150mV 83% SPV-300-24 24V, 0~12.5A +1% 150mV 85.0%
SPV-150-48 48V, 0~3.125A +1% 240mV 83% SPV-300-48 48V, 0~6.25A +1% 240mV 86.5%
~—p» Output Voltage Programmable for SPV series —
Vout OVP 120%(Typ.)
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Enclosed-PFC 100-300w High Reliaility Medical Grade

MW

MEAN WELL

MSP-300

MSP-200

MSP-100

.

.

.

.

B General Specification (Please refer to www.meanwell.com for detail spec.)

B Features

Universal AC input / Full range

Medical safety approved (2xMOOP)

Withstand 300VAC surge input for 5 seconds

Built-in active PFC function

Protections: Short circuit / Overload / Over voltage /
Over temperature

1U low profile

Built-in constant current limiting circuit

Built-in remote sense function (MSP-200/300)

No load power consumption <0.5W

Built-in remote ON/OFF control

Built-in 5V/0.3A standby output (MSP-200/300)

Built-in DC OK signal (MSP-300)

LED indicator for power on

5 years warranty

@@ MCB (€

Model No. MSP-100 ‘ MSP-200 ‘ MSP-300
AC input voltage range 85~264VAC; 120~370VDC
Leakage current <300pA ‘ <450pA

AC inrush current (max.)

Cold start, 65A at 230VAC

| Cold start, 70A at 230VAC

DC adjustment range

+15% rated output voltage

Overload | Range

105%~135%

protection

Type

Constant current limiting, auto-

recovery

Over voltage protection

115%~145%

Withstand voltage

I/P-O/P: 4kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC, 1 minute

Working temperature

-40~+60°C

-40~+70°C (refer to output derating curve)

Safety standards

ANSI/AAMI ES60601-1, IEC60601-1, EAC TP TC 004 approved

EMC standards

EN55011 class B, EN61000-4-2,3,4,5,6,8,11, EN61000-3-2,3, EN60601-1-2, EAC TP TC 020

7P [ 11mm pitch

Connection 7P / 9.5mm pitch terminal block with cover terminal block with cover
Dimension (LxWxH)(mm) | 159x 97x 38 199x 98x 38 199x 105x 41
Case No. 9011 902E 980A
H100W MSP-100 Model No. Output Tol. R&N Effi.
Model No. Output Tol. R&N Effi. MSP-200-12 12V, 0~16.7A +1% 120mV 88.0%
MSP-100-3.3 3.3V, 0~20A +2.5%, -3.5%  80mV 78.0% MSP-200-15 15V, 0~13.4A +1% 150mV 88.0%
MSP-100-5 5V, 0~17A +2.5%, -3.5%  80mV 83.0% MSP-200-24 24V, 0~8.4A +1% 150mV  88.0%
MSP-100-7.5 7.5V, 0~13.5A +2.5% 100mV ~ 84.0% MSP-200-36 36V, 0~5.7A +1% 250mV  89.0%
MSP-100-12 12V, 0~8.5A +1.5% 120mV 87.5% MSP-200-48 48V, 0~4.3A +1% 250mV 89.0%
MSP-100-15 15V, 0~7A +1.5% 150mV 88.0% W 300W MSP-300
MSP-100-24 24V, 0~4.5A +1.5% 150mV 88.5% Model No. Output Tol. R&N Effi.
MSP-100-36 36V, 0~2.9A +1.5% 200mVv 89.0% MSP-300-3.3 3.3V, 0~60A +2 50 80mV 80.0%
MSP-100-48 48V, 0~2.2A +1.5% 240mV  90.0% MSP-300-5 5V, 0~60A £204 oy 82.0%
MSP-300-7.5 7.5V, 0~40A +2% 100mV  86.0%
H200W MSP-200 MSP-300-12 12V, 0~27A +1% 120mvV  88.0%
Model No. Output Tol. R&N Effi. MSP-300-15 15V, 0~22A +1% 150mV 88.0%
MSP-200-3.3 3.3V, 0~40A +2% 80mVv 80.0% MSP-300-24 24V, 0~14A +1% 150mV 87.0%
MSP-200-5 5V, 0~35A 2% 90mV 84.0% MSP-300-36 36V, 0~9A +1% 250mV  88.0%
MSP-200-7.5 7.5V, 0~26.7A 2% 100mV  86.0% MSP-300-48 48V, 0~7A +1% 250mV  89.0%




EﬂC|OS€d-PFC 450~1000W High Reliability Medical Grade
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MSP-600 MSP-450

B General Specification (Please refer to www.meanwell.com for detail spec.)

M Features
» Universal AC input / Full range

» Medical safety approved (2xMOOP)
» Withstand 300VAC surge input for 5 seconds
« Built-in active PFC function

.

Protections: Short circuit / Overload / Over voltage /
Over temperature

1U low profile (MSP-450)

Built-in constant current limiting circuit

.

Built-in remote sense function

» No load power consumption <0.6W for MSP-450;
<0.8W for MSP-600/1000; <0.75W for MSP-1000
Built-in current sharing (MSP-600-24/36/48; MSP-1000)
Built-in remote ON/OFF control

Built-in 5V/0.3A standby output

« Built-in DC OK signal

» LED indicator for power on

.

» 5 years warranty

H®® [ MN=CB C€

Model No. MSP-450 ‘ MSP-600 MSP-1000
AC input voltage range 85~264VAC; 120~370VDC 90~264VAC; 127~370VDC
Leakage current <300pA

AC inrush current (max.)

Cold start, 70A at 230VAC

Cold start, 40A at 230VAC

| Cold start, 80A at 230VAC

DC adjustment range

+15% rated output voltage

-8%~+17% rated output voltage

Overload
protection

Range

105%~135%

Type

Constant current limiting, auto-recovery

Over voltage protection

115%~145%

120%~137%

Withstand voltage

I/IP-O/P: 4kVAC, I/P-FG: 2kVAC, O/P-FG: 0.5kVAC, 1 minute

Working temperature

-40~+70°C (refer to output derating curve)

Safety standards

ANSI/AAMI ES60601-1, IEC60601-1, EAC TP TC 004 approved

EMC standards

EN55011 class B for MSP-450/600, EN55032 class A for MSP-1000, EN61000-4-2,3,4,5,6,8,11, EN61000-3-2,3,

EN60601-1-2

Connection

3+6P / 10 &11mm pitch terminal block with cover

Dimension (LxWxH)(mm)

218x 105x 41 218x 105x 63.5

Case No. 995A 977A
M 450W MSP-450 Model No. Output Tol. R&N Effi.
Model No. Output Tol. R&N Effi. MSP-600-12 12V, 0~53A +1% 120mvV - 88.0%
MSP-450-3.3 3.3V, 0~90A +2% 80mv 80.0% MSP-600-15 15V, 0~43A +1% 150mV 88.0%
MSP-450-5 5V, 0~90A +2% somv  83.0%
- - ~ 0, 0,
MSP-450-7.5 7.5V, 0~60A +2% 100mV  86.5% MSP-600-24 24V, 0~27A £1% 150mv - 88.0%
MSP-450-12 12V, 0~37.5A +1% 120mvV - 88.0% MSP-600-36 36V, 0~17.5A +1% 200mvV  89.0%
MSP-450-15 15V, 0~30A £1% - 150mv. 89.0% MSP-600-48 48V, 0~13A £1%  240mV  89.0%
MSP-450-24 24V, 0~18.8A +1% 150mV  88.0%
MSP-450-36 36V, 0~12.5A +1% 240mV 89.0% [} 1000W @MSP"‘ 000
MSP-450-48 48V, 0~9.5A +1% 240mV. 89.5%
Model No. Output Tol. R&N Effi.
600w MSP-600 MSP-1000-12 12V, 0~80A +2% 150mV  91.5%
Model No. Output Tol. R&N Effi.
MSP-1000-15 15V, 0~64A +1.5%  150mV  92.0%
MSP-600-3.3 3.3V, 0~120A +2% 100mV 78.5%
MSP-1000-24 24V, 0~42A +1% 200mV 93.0%
MSP-600-5 5V, 0~120A +2% 100mV  82.0%
MSP-600-7.5 7.5V, 0~30A 2% L0omY 86.0% MSP-1000-48 48V, 0~21A +1% 250mV 94.0%




Enclosed U-bracket-PFC 200-s00w siim Type

e

UHP-200

UHP-350

UHP-500

M Features
» Universal AC input / Full range
» Withstand 300VAC surge input for 5 seconds
» Slim width and low profile

(26mm for UHP-200, 31mm for UHP-350/500)
* Built-in active PFC function
» 150% peak load capacility(100ms)
« Fanless design, cooling by free air convection
« Protections: Short circuit / Overload /

Over voltage / Over temperature

» Optional DC OK active signal and redundant function for

UHP-200/350/500[R]
« LED indicator for power on
» 3 years warranty

M\ o
B General Specification (Please refer to www.meanwell.com for detail spec. @ \/a c“‘us
p
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Model No.

UHP-200 UHP-350 UHP-500

AC input voltage range

90~264VAC; 127~370VDC

AC inrush current (max.)

Cold start, 40A at 115VAC, 80A at 230VAC | Cold start, 30A at 115VAC, 60A at 230VAC

DC adjustment range

+5% rated output voltage

Overload Range | 110%~140%

protection Type Hiccup mode, auto-recovery

Over voltage | Range | 110%~140%

protection Type Shut down O/P voltage, re-power on to recover

Withstand voltage

IIP - O/P: 3.75kVAC, I/P - FG: 2kVAC, O/P - FG: 1.25kVAC

Working temperature

-30~+70°C (refer to output derating curve) -20~+70°C (refer to output derating curve)

Vibration

10~500Hz, 5G 10min./1cycle, 60min. each along X, Y, Z axes

Safety standards

UL62368-1, TUV EN62368-1, EN60335-1(except for UHP-500), GB4943, EAC TP TC 004, BSMI CNS14336-1 approved

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, GB9254, EN61000-6-2(EN50082-2)

Dimension (LxWxH)(mm) | 194x 55x 26 ‘ 220x 62x 31 233x 81x 31
H200W UHP-200 500W UHP-500

Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
UHP-200[1-3.3 3.3V, 0~40A +2% 150mV. 89% UHP-50001-4.2 4.2V, 0~90A +2% 200mV. 89%
UHP-20001-4.2 4.2V, 0~40A +2% 150mV. 90% UHP-50001-5 5V, 0~90A *2% 200mv 90%
UHP-20001-5 5V, 0~40A £2%  200mV 91% UHP-5000]-12 120, W= 1% 200mv 94%
; ; 15V, 0~33.4A +1% 200mV. 4%

UHP-20001-12 12V,0-167A 1%  240mV  93% U PHE =i S ‘ oom 94%
UHP-20000-15 15V, 0~13.4A 1% 240mV 949% UHP-5000]-24 24V, 0~20.9A 1% 240mV- - 94.5%

; = =43, +

’ ’ m ’ UHP-50001-36 36V, 0~13.9A +1% 360mV. 95%

UHP-20001-24 24V, 0~8.4A +1% 240mV. 94% UHP-5000] 48 4BV, 0-1045A 1% 360mV 05%

UHP-200L1-36 <t 0=8/5 e 2y 94% Cl=blank, R; blank: enclosed, R: DC OK signal, redundant function

UHP-200[1-48 48V, 0~4.2A +1% 300mV 94%

[=blank, R; blank:

enclosed, R: DC OK signal, redundant function

UHP-1500/2300/3500 Series

150035000 Slim Type Power Supply

W 350W UHP-350 .U
. » Withstand 300VAC surg DU
Model No. Output Tol. R&N Effi. « Built-in active PEC function
UHP-350(1-3.3 3.3V, 0~60A +2% 150mV 88.5% « Fanless design, cooling by free air convection
UHP-350(1-4.2 4.2V, 0~60A +2% 150mV 89% + Output voltage and current programmable
UHP-35000-5 5V, 0~60A +2% 200mV 90% * Built-in CANBu protocol .
' - » Highly effective heat dissipation by water cooling (UHP-2300/3500)
UHP-350[1-12 12V, 0~29.2A +1% 200mVv 91% + Protections: Short circuit / Overload / Over voltage / Over temperature
UHP-35001-15 15V, 0~23.4A +1% 200mV 92% * 1U low profile
UHP-350[1-24 24V, 0~14.6A +1% 240mvV 94% * Design refer o IEC/EN/ULE2368-1
' ' - » Output models: 24V / 48V [ 100V
UHP-350[1-36 36V, 0~9.75A +1% 240mV 94% » Dimension(LxWxH):
UHP-35001-48 48V, 0~7.3A +1% 240mV 94% 310x 115x 41mm (UHP-1500), 310x 140x 60mm (UHP-2300),
380x 140x 60mm (UHP-3500)

[O=blank, R; blank: enclosed, R: DC OK signal, redundant function

» 3 years warranty




Enclosed U-bracket-PFC rso-tooow sim 1ype

M Features
« Universal AC input / Full range

» Withstand 300VAC surge input for 5 seconds

« Slim width and low profile(41mm)

* Built-in active PFC function
» Fanless design, cooling by free air convection
* Protections: Short circuit / Overload /

Over voltage / Over temperature

 Output voltage and current programmable(UHP-1000)
UHP-750 UHP-1000 * Built-in remote ON-OFF control(UHP-1000)
» DC ok active signal

* LED indicator for power on

3 years warranty

@IlCBC€

B General Specification (Please refer to www.meanwell.com for detail spec.) @c“us

Model No. UHP-750 UHP-1000

AC input voltage range | 90~264VAC; 127~370VDC

AC inrush current (max.) | Cold start, 20A at 115VAC, 40A at 230VAC

DC adjustment range 0~20% rated output voltage
0~ 0

Overload Range 105%~125%

protection

Type Hiccup mode, auto-recovery Constant current limiting, auto-recovery

0~ 0,
Over voltage Range 120%~135%

protection Type Shut down O/P voltage, re-power on to recover
Withstand voltage I/P-O/P: 3.75kVAC, I/P-FG: 2kVAC, O/P-FG: 1.25kVAC, 1 minute
Working temperature -30~+70°C (refer to output derating curve)
Vibration 10~500Hz, 5G 10min./1cycle, 60min. each along X, Y, Z axes
Safety standards EN62368-1, UL62368-1, EAC TP TC 004 approved; EN60335-1, EN61558-1(UHP-1000) approved
EMC standards EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11
Dimension (LxWxH)(mm) | 237x 100x 41 240x 115x 41
750w UHP-750 W 1000W UHP-1000
Model No. Output Tol. R&N Effi. Model No. Output Tol. R&N Effi.
UHP-750-12 12V, 0~60A +1% 150mV 94.5% UHP-1000-12 12V, 0~80A +1% 150mV 94.5%
UHP-750-24 24V, 0~31.3A +1% 200mV 95% UHP-1000-24 24V, 0~42A +1% 150mV 95%
UHP-750-36 36V, 0~21A +1% 250mV 95% UHP-1000-36 36V, 0~28A +1% 200mV 95%
UHP-750-48 48V, 0~15.7A +1% 250mV 96% UHP-1000-48 48V, 0~21A +1% 250mV 96%
Customer Satisfaction —
G e ) N o sop shoing T sotion




U-bracket-PFC

150~500W Single Output

MW

MEAN WELL

USP-500

USP-350

USP-225

USP-150

M Features

« Universal AC input / Full range

* Built-in active PFC function

« Protections: Short circuit / Overload /
Over voltage / Over temperature

» Output wattage:
USP-150: 150W convection

USP-225: 150W convection, 225W with 18CFM forced air
USP-350: 300W convection, 350W with 23.5CFM forced air
USP-500: 400W convection, 500W with 23.5CFM forced air

» U-bracket low profile: 33mm(USP-150); 38mm(USP-225/350);

41mm(USP-500)

* Built-in remote ON/OFF control, remote sense, DC OK signal

(USP-500)

 Optional current sharing(1+1) for USP-500-24/48

+ 3 years warranty

B General Specification (Please refer to www.meanwell.com for detail spec.)

Model No.

USP-150

USP-225

USP-350

USP-500

AC input voltage range

90~295VAC,; 127~417VDC

90~264VAC; 127~370VDC

AC inrush current (max

)

Cold start, 65A at 230VAC

15A at 115VAC,
35A at 230VAC

22A at 115VAC,
44A at 230VAC

30A at 115VAC,
50A at 230VAC

DC adjustment range

+10% rated output voltage

Range 110%~160% 105%~150% 105%~130%
Overload Conetam :
rotection i B P i onstant current,
p Type Hiccup mode, auto-recovery Constant current limiting, auto-recovery shut off after 3 sec.
Over voltage | Range 110%~135% 110%~135% 110%~140% 115%~135%
protection | Type Shut off, AC recycle to re-start Hiccup mode, auto-recovery | Shut off, AC recycle to re-start

Withstand voltage

I/P - O/P: 3KVAC, I/P - FG: 1.5kVAC, O/P - FG: 0.5kVAC, 1 minute

Working temperature

-30~+65°C

-20~+65°C

[ -10~+65°C

-20~+70°C

Vibration

10~500Hz, 2G 10min./1cycle, 60min. each along X, Y, Z axes

Safety standards

UL62368-1, TUV EN62368-1(except for USP-150), EAC TP TC 040 approved

EMC standards

EN55032 class B, EN61000-3-2,3, EN61000-4-2,3,4,5,6,8,11, EAC TP TC 020

Connection

JST: SVH-21T-P1.1,
4P[7.62mm pitch terminal block

20P/2.54mm pitch,
Molex 39-29-9206

5+9Px2/3.96mm pitch,
JST: B5P/B9Px2-VH

3+8P/8.5mm pitch terminal
block with cover

Dimension (LxWxH)(mm)

215x 67.4x 33

202x 101.5x 38

235.2x 101.5x 38

254x 127x 41

Il USP-150 Series
Model No.

USP-150-12
USP-150-15
USP-150-24
USP-150-36

USP-150-48

B USP-225 Series

Model No.
USP-225-3.3

USP-225-5

USP-225-12
USP-225-15
USP-225-24

USP-225-48

® N IlCBCE MUSP-350 Series
Output Tol. R&N Effi. Model No. Output
12V, 0~12.5A +2% 100mV  91.5% USP-350-3.3 3.3V, 0~70.0A
15V, 0~10.0A +2% 150mV 91.5% Lelp e 2 D=7l
USP-350-12 12V, 0~29.2A
24V, 0~6.30A +2% 150mV  93.0%
USP-350-15 15V, 0~23.4A
36V, 0~4.20A +20% 250mV  93.0%

USP-350-24 24V, 0~14.6A
48V, 0~3.20A +20% 250mV  93.0% USP-350-48 48V, 0~7.30A
®N s EE[CBCE  MUSP-500 Series
Output Tol. R&N Effi. Model No. Output
3.3V, 0~40.0A +2% 100mV 72% USP-500-5 5V, 0~80.0A
5V, 0~40.0A +2% 100mV 7% USP-500-12 12V, 0~42.0A

12V, 0~18.7A +20% 100mV 83%

USP-500-15 15V, 0~33.5A
15V, 0~15.0A +2% 100mV 84%

USP-500-24 24V, 0