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MAGNA-LITE MINI BUTANE TORCH

THE WELLER ADVANTAGE:

The first micro torch engineered for performance and durability.

FEATURES AND BENEFITS: ,

W Electronic trigger activates fast, reliable piezo ignition and LED work light i

M Integrated bright blue LED illuminates when trigger is pressed;
improved visibility in low light situations

M Spring loaded cap flips open the moment the trigger is pressed, providing
additional wind protection. Cap snaps securely closed when not in use.

Translucent body makes checking fuel level easy

Adjustment dial lets user control flame height and level of heat output
Convenient key chain lanyard

Weighs just 1.3 ounces and is less than three inches long

Generates a 2,400°F (1,300°C) flame that lasts up to 25 minutes
on a single fuel charge

Refills quickly with Weller® butane fuel — cat. no. WB1 or WB2

M Childproof safety trigger approved by the U.S. Consumer Product
Safety Commission

MAGNA-LITE TABLE TOP BUTANE TORCH

THE WELLER ADVANTAGE:

A powerful performer in a compact package.

FEATURES AND BENEFITS:

M Electronic trigger activates fast, reliable piezo ignition
M Adjustable flame height

B Generates a 2,400°F (1,300°C) flame that lasts up to 60 minutes
on a single fuel charge

W Refills quickly with Weller® butane fuel — cat. no. WB1 or WB2

M Childproof safety trigger approved by the U.S. Consumer
Product Safety Commission

COLD HEAT PRO CORDLESS SOLDERING TOOL

THE WELLER ADVANTAGE:
Heats instantly, cools quickly
FEATURES AND BENEFITS:

B Using the patented Cold Heat™ system,

the Weller Pro Cordless melts solder instantly
and is cool to the touch in seconds

CHT1 BEVEL TIP
50° angle

M Tins wires as large as 12 gauge
and joins wires from 18-25 gauge

M Average yield of 700 solder joints per five pack CHT2 CONICAL TIP
of AA alkaline batteries (not included) 61° angle

Rugged polycarbonate case

High/Low/Off power switch

CHT3 CHISEL TIP
61° angle

|
|
M Bright white LED work light; red “in use” indicator light
B Replaceable plastic cap protects the tip while not in use (included with CHT100)
|

Comes with CHT3 61° angle chisel tip

LIGHTWEIGHT HEAT GUN 250 WATTS / 120 VOLTS

THE WELLER ADVANTAGE:

Weighing in at less than a pound, this ESD safe heat gun is perfect for repetitive
or continuous use in production plants, labs, and electronics service facilities.

Hot air temperature
at nozzle ~ 750° F - 800° F

Three-position switch... Hook for attaching
HOT - OFF - COOL to a spring balance

FEATURES AND BENEFITS:

B Heavy duty heater and fan components for long service life
M Light weight for reduced operator fatigue

W Perfect for shrink tubing and vinyl/T.F.E., epoxy curing,
drying, and cooling

6966C Components & Specifications .
Weight 13 0z. (.368 kg)
Voltage 120V
Power Consumption 250 W
Temperature Range 750° F — 800° F (399° C — 427° C)
Approximate temperature at nozzle
ESD Safe Yes
Cord Type Three-wire grounded
Cord Length 6 ft. (1.8 m)
UL and cUL Listed Yes

6966C ACCESSORIES

6956 6957 6958 6964 6965A
Catalog'Number Description
6956 Reflector (.50")
6957 Reflector (1.50%)
6958 Reducing Baffle
6964 Precision Reflector, ©.20"
6965A Heat Gun Wire Stand
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