DIP PUSH BUTTON SLIDE ROCKER TOGGLE INDEX
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SPECIFICATIONS
CONTACT RATING: 24VDC, 25mA (switching Rating)

50VDC, 100mA (non-switching Rating)

ELECTRICAL LIFE: Contact Resistance.

200mQ max. 20,000 cycles.
CONTACT RESISTANCE: 100 mQ max. (initial)
INSULATION RESISTANCE: 100 MQ min. at 250 VDC
OPERATION FORCE: (200gf.cm) max

STORAGE TEMPERATURE: -40°C to 85°C
SOLDERABILITY: 230+5°C 3+sec. 75%
SOLDER RESISTANCE: Automatic Soldering
HUMIDITY: 40+2°C 90~95% RH for 96 hours.
TERMAL TEST: 85+2°C FOR 96 hours

COLD TEST: -40°C+2°C for 96 hours
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HOW TO ORDER
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RM3 e s e, "= RoHS code
1039] i H = RoHS Compliant
10§ Wik [ [ (]
o189, x5 6 o Package Style:
o ® o @)4 e 5% [ ] = Tube Package
o) /))g «Q o llNES8 - T/R= Tape & Reel
{40
:Oi uou L 1 C 4 R= Real Codes.
i il m mi Number Of Steps:
Rus-160 RM3-100 MELTTN 10 = 10 Steps.
[.100]
P.C.B LAYOUT 16 = 16 Steps'
Soldering Plating
. 0= A = Terminal:
98 E:LLF e e Gold plated over nickel
065 254 Actuator Type:
tozzr ool LML 185005, L Number of Terminals []= Recessed Actuator
4= 4x1 H= High Actuator
3= 3x3 M= 3.2 mm
2= 3x2
Terminal Type
H= Through Hole
V= Right angle
M= S.M.T
E-05

The dimensions in the catalogue and website are for reference only, not suitable for formal acknowledge.



