OVERVIEW @ SPECIFICATIONS

Specification Of Thermal Transfer Printable Labels

Application(s): 1-2 Outlet Faceplates, Asset Tracking, Barcoding, Component ID, Equipment ID, General Identification,
General Purpose ID, Location ID, Rating Plates, Through Haole - Top

Agency CS4 Approved, UL Recognized
Approval(s)/Compliance:

Size: 1.5007W x 0,375 H (38,100 mm W x 9,530 mm H)
Printable Area: 1.500" W x 0,375 H {33, 100 mm W x 9.530 mm H)
Web Width: 3.350" (25,09 mm)
Label Type/style: Label
Vertical Repeat: 0.475" (12.07 mm)
Horizontal Repeat: 1.6507 (41.91 mm)
Color: White
Finish: Gloss
Qty Per Row: 2
Material Type: Polyester
Material Description: Permanent Polyester
Brady Material #: EB-422
General ID Catalog: po. 121

Recommended Ribbon 8000
Series:

Suggested Ribbon Part#: RA002

Acceptable Ribbon 4500, 6200, 4400 {colors)
Series:

After Process: Yes, this material will work with this application

Printer Compatibility: BBP31, Brady 1244, Brady 1344, Brady 200MVP Plus, Brady 2461, Brady 300MVP Plus, Brady 300%-
Plus II, Brady 34581, Brady 360%-Plus II, Brady 600X-Plus II, Brady 6441, IP300, IP&00, Tagus T200,
Tagus T300, Thermal Transfer Printers

Surface: Smooth, Textured/Rough

Surface Mount Mo, this material does not work with this application
Technology:

Through Hole Mo, this material does not work with this application
Technology:

RoHS Compatibility: Fass 2002/95/EC
QTY/UOM: 10,000/Ral



