Catalog No. TP698

..__nu..,,w /A

TP-9§
Series

Selection Guide




TOCOSAMERICA

TP
Style J

TP =PC Term
RH = PC Top Adj.

Size
9mm

Type

TP-9 Series Part Numbering System
Example:

6

6 = 300 Deg Rotation

Structure

TP96GOO0ON 20S B103 A104
M7-5mm Shaft-6mm dia

G 00 N-20

POT #1
103 A

',

[

]

Single Unit Single Shaft
Dual Unit Single Shaft
Dual Unit Dual Shaft
Triple Unit Dual Shaft
Quad Unit Dual Shaft
Quad Unit Single Shaft
Six Pack Single Shaft
Six Pack Dual Shaft
Triple Unit Single Shaft

DTV OITMOOGZ

Combinations

00 No Combination

01 Center Detent

03 Center Tap

08 31-Detent

80 41-Detent

82 11-Detent

74 Bracket

116 Bracket & Center Detent

1)
2)
3)
4)
5)
6)

Choose the potentiometers structure.

Select a combination, if none use 00.

Select switch type, if none leave blank.

Select shaft length, including the bushing. Standards are 15 & 20mm.
Select shaft ending.

Select taper and ohmic value.

Determine bushing and shaft sizes. (Other combinations are available, please
consult TOCOS if you have any questions).

C

POT #2
104

Resistance Code

First & Second Digit = Value
Third Digit = Multiplier

I.LE. 103 = 10,000 Ohms

Resistance Taper
A Audio (CW Log)
B Linear

C CCW Log

Shaft Ending
SK  Slotted & Knurled

S Screw Driver Slot
F Flatted

R Rounded

H Deep Slot

Shaft Length in mm
Including Bushing

~ Switch Type

Blank No Switch

N Rotary Switch

A Momentary Push On

X Push-Push Switch

NA  Rotary + Mom Push On
Z Push Lock Mechanism
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Potentiometer Structure

Single Shaft
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RH96N74
Vertical Mount, Single Pot

M7 or M9
E I
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Shaft Diameter and Style

3.5 mm Dia. Shaft
M6 Bushing only

4.75 mm Dia. Shaft
M6 & M7 Bushing only

6.00 mm Dia. Shaft
M7 & M9 Bushing

Bushing Options

Single Shaft
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*All PCB holes 1mm Dia. unless noted
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Round

Flatted

Screw Driver Slot
Deep Slot
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E Mail Address: sales@tocos.com
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Switch Options
Momentary Push Momentary Push Rotary Push-Push Latching Push-Lock Shaft
& ROTEH'Y (Non Switch)
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Electrical
Nominal Total Resistance:

Resistance Tolerance:
Resistance Taper:
End Resistance:

Tap Position:

Tap Resistance Tolerance:
Tap Minimum Resistance:
Power Rating:

Noise:

Insulation Resistance:
Withstanding Voltage:
Max. Operating Voltage:
Tracking Error:

1,2, 5,10, 20, 50,

100, 200, 500 (K Ohms)
+20%

A, B, C, D, W (chart available)

5 Ohm Max. 300° Rotation Type
20 Ohm Max. Other Types

50% of effective rotational angle
+30%
2000hm Max.

0.05W 300° Rotation Type
0.02W Other Types

100mV Max.

100M Ohm Min. @ DC250V
1 Minute @ AC300V
DC10V, AC50V

Vol. Cont. :  3dB Max. @ 0 to —40dB
Tone Cont. : 2dB Max. @ 50% of rotational angle

Mechanical

Total Rotational Angle:
(Mechanical)

Tolerance for Total:
Rotational Angle:
Rotational Torque:

Shaft Wobble and Bend:
Radial Direction

120°, 180°, 300°

+5°
+10° -5° Push and Pull Drive Shaft Type

20 to 250gf-cm at 20°C
(500gf-cm Max. @ -20°C)

0.5mm P-P

(tip of the shaft applied 250gf) 1.5mm P-P, Push and Pull Drive Shaft Type

Thrust Direction
Detent Position:

Detent Torque:
Center Detent
For Others

Shaft Stopper Strength:

Shaft Push-Pull Strength:

Operating Curve: 100

Power Rating

Ratio (%)
NS
oTo

\ Nut Tightening Strength
\ Durability
Soldering Heat Resistance:
Operating Temperature Range:
70 Rotational Life:
0 20 40 60" 80 100

Ambient Temperature — Degrees C

Operating Life for
Push-Lock Mechanism:

0.5mm Max.
Center, 11 Detent
31 Detent, 41 Detent

Normal Torque + (30 to 300) gf-cm

30 to 300 gf-cm

5Kgf-cm Min.

4Kgf-cm Min., Push and Pull Drive Shaft Type
10Kgf-cm Min.

10Kgf-cm Min.

350 + 5°C @ 3 seconds
-20 to +70°C

Permissible resistance change
After 15,000 + 200 Cycles on 600 r.p.h. without load:
* 15% Max.

10,000 Cycles

Switch Specifications

Rotary Switch, N:

Momentary Push, A:

Push-Push Switch, X:

Push-Lock Mechanism, Non-Switch, Z:

Switch Life:
Switch Contact Resistance:

TOCOSAMERIC

S.P. S.T.; DC16V-3A; 50° Max. Angle

S. P.S. T.; DC12V-.5A; 0.5mm Stroke

S. P.D. T.; DC16V-3A; 1.5mm Stroke
Available on Single Shaft Models N and G,
Dual shaft model D on the inner shaft.
10,000 Cycles without Load

Initial -50m Ohm Max.

After 10,000 Cycles - 200m Ohm Max.

1177 E. Tower Road, Schaumburg, IL 60173
847-884-6664 FAX 847-884-6665
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